
1 Avid AirSpeed® Multi Stream
DNxHD Upgrade Guide

This guide provides information on how to use the AirSpeed Multi Stream DNxHD Upgrade 
Kit (7010-30232-01) to upgrade any AirSpeed Multi Stream system to make it a DNxHD 
system.

Once the upgrade has been performed, you should refer to the AirSpeed Multi Stream Rack 
Mount and Cabling Guide for information on how to rack mount the system, and cable it up.

For more information, see the following topics:

• “Unpacking and Inspecting the DNxHD Upgrade Kit” on page 2

• “Performing the DNxHD Upgrade” on page 4

Important Information

Avid recommends that you read all the information in this guide thoroughly before installing 
or using any new software release.

Important: Search the Avid Knowledge Base for the most up-to-date ReadMe file, or other 
user documentation, which contains the latest information that might have become available 
after the documentation was published.

The ReadMe describes compatibility issues with previous releases, hardware and software 
requirements, software installation instructions, and summary information on system and 
memory requirements. The ReadMe also lists hardware and software limitations.

n ReadMe files are not in the box. They can be found on the Download Center or the 
Knowledge Base as a PDF document (ReadMe.pdf). You should always check online for the 
most up-to-date release notes or ReadMe because the online version is updated whenever 
new information becomes available. To view these online versions, visit the Knowledge Base 
at www.avid.com/readme.

c CAUTION: Electronic components. In the Return to Avid kit, there is an ESD bag, 
return tag, and ESD wrist strap. Observe ESD handling precautions while performing 
the processes at an anti static workstation. Wear grounded ESD wrist strap or heel 
straps.
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Unpacking and Inspecting the DNxHD Upgrade Kit

This topic provides information on how to unpack your DNxHD Upgrade kit and inspect it 
to verify that the components are not damaged in any way. 

n To complete the upgrade process, you also need to reinstall the AirSpeed Multi Stream 
application software (not included in the kit). You must have a copy of the software available 
to complete the upgrade. Once the software is reinstalled, you must then use the Hardware 
Diagnostics application (located in C:\Program Files > Avid > Avid AirSpeed Multi 
Stream> Utilities > Diagnostics) to confirm the hardware was installed correctly.

Unpack and Inspect Checklist

The following table provides a checklist of tasks that must be performed when unpacking 
and inspecting your AirSpeed Multi Stream DNxHD Upgrade kit.

Unpacking the DNxHD Upgrade Kit

Before you unpack your DNxHD Upgrade kit, make sure the location is free of clutter and 
dust.

To unpack your DNxHD Upgrade kit:

1. Open the box.

2. Unpack the components.

Avid recommends that you keep all packaging materials for at least 90 days. If you need 
to return a system to Avid Technology, Inc., the system must be repackaged in its 
original packaging material to ensure that there is no damage to the system during 
shipment.

3. Once the items have been unpacked, visually inspect them to make sure that they do not 
appear to be damaged in any way.

4. The next step is to verify that you have received all of the items particular to your order. 
For more information, see “Verifying Components” on page 3.

Unpack your DNxHD Upgrade kit, as described in “Unpacking the DNxHD Upgrade 
Kit” on page 2.

Verify that you have all of the correct boxes and components, as described in “Verifying 
Components” on page 3.

Verify that the components are not damaged, as described in “Inspecting Components for 
Damage” on page 4.
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Verifying Components

Once you have unpacked everything, verify that you have the following components:

• 1 Return to Avid kit (0010-00504-92), includes an ESD bag, Return tag, and an ESD 
wrist strap

• 1 video I/O card with CM2 (7020-30086-01)

• 4 1/2, nylon slotted set screws (7760-20182-01)

• 4 6-32x5/16 screws (7760-03104-02)

• 6 lock washers (7760-00175-01)

• 6 hex jam nuts (7760-03043-01)

• 4 BOMAR knurled (round) nuts (7760-20028-01) (spares)

• 4 4-40 black screws (7760-20171-01) (spares)

• 1 “DNxHD Upgrade Kit Installed” label (7180-30045-02)

• 4 6-32, MF standoffs (7760-20084-01) 

• 1 AirSpeed Multi Stream DNxHD bezel (7020-30079-01)

• 1 Avid AirSpeed Multi Stream badge (7180-30059-01)

• 1 AirSpeed Multi Stream DNxHD single VIO backplate (7600-30019-01)

n ReadMe files are not in the box. They can be found on the Download Center or the 
Knowledge Base as a PDF document (ReadMe.pdf). You should always check online for the 
most up-to-date release notes or ReadMe because the online version is updated whenever 
new information becomes available. To view these online versions, visit the Knowledge Base 
at www.avid.com/readme.

If you are missing any of these components, contact Avid Technical Support before 
proceeding.

The next step is to inspect the components for damage. For more information, see 
“Inspecting Components for Damage” on page 4.
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Inspecting Components for Damage

Once you have verified that all of your components have been shipped, you must also verify 
that they are not damaged.

To inspect components for damage:

1. Visually inspect all of the hardware components listed in the section on the previous 
page to make sure that none of them were damaged during shipment. 

2. If you receive a hardware component that is damaged, contact Avid Technical Support.

Performing the DNxHD Upgrade

Once you have inspected your new upgrade components, you can begin the DNxHD 
upgrade.

n It is also important that you have the correct tools available before you begin the process. 
For more information, see “Tools Required” on page 4.

When performing the upgrade, you must use the DNxHD Upgrade checklist. It contains a 
high level process of the tasks involved in performing the upgrade, as well as 
cross-references to each associated procedure. For more information on the process, see 
“DNxHD Upgrade Checklist” on page 5.

Tools Required

The following tools are required to perform the AirSpeed Multi Stream DNxHD upgrade. 
You must supply these tools yourself.

• #1 Phillips screwdriver (magnetic tip preferred)

• 3/16” thin well nut driver

• 9/16” deep well nut driver

• Bomar hex shaft wrench (Part Number BD36400)

n The BOMAR hex shaft wrench is used to remove and replace the Bomar knurled (round) nuts 
(7760-20028-01)
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DNxHD Upgrade Checklist

The following table provides a checklist of tasks that must be performed when upgrading 
any AirSpeed Multi Stream model to an AirSpeed Multi Stream DNxHD model.

Unplug the cables from the AirSpeed Multi Stream chassis, as described in “Unplugging 
the Cables” on page 6.

Remove the media drives from the AirSpeed Multi Stream chassis, as described in 
“(Optional) Removing the Media Drives” on page 6.

Remove the AirSpeed Multi Stream chassis from the rack, as described in “Removing the 
AirSpeed Multi Stream Chassis from the Rack” on page 7.

Remove the top of the case and the old version of the I/O back plate from the AirSpeed 
Multi Stream chassis, as described in “Removing the Top of the Case and the I/O 
Backplate” on page 8.

Remove the existing VIO card from the AirSpeed Multi Stream chassis, as described in 
“Removing the Top of the Case and the I/O Backplate” on page 8.

Install the VIO card into the chassis, as described in “Installing the VIO Card” on 
page 12.

Replace the DNxHD I/O backplate, replace the top of the case, and affix the new 
AirSpeed Multi Stream bezel and badge, as described in “Replacing the I/O Backplate 
and the Top of the Case” on page 14.

Re-rack the AirSpeed Multi Stream chassis in your rack, as described in AirSpeed Multi 
Stream Rack Mount and Cabling Guide

Insert the media drives in the proper order in the upgraded chassis, as described in 
“(Optional) Re-Inserting the Media Drives into the Chassis” on page 17.

Reconnect the cables to the AirSpeed Multi Stream chassis, as described in the Avid 
AirSpeed Multi Stream Installation and User’s Guide.

Reinstall or upgrade the AirSpeed Multi Stream application software, see the topic 
“Reinstalling the AirSpeed Multi Stream Application” on page 18 that refers you to the 
exact topics as described in the Avid AirSpeed Multi Stream Installation and User’s 
Guide.

Return the original VIO board(s) to Avid, as described in “Returning the Original VIO 
Board(s) to Avid” on page 18.
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Unplugging the Cables

Once you have inspected the new parts for damage, you must next unplug the cables from 
the rear of the chassis. All cables, including the following must be unplugged from the rear 
of the chassis:

• SDI and Video Reference cables

• LTC In cables

• USB cables

• Ethernet cables

• Expansion port cables

• Remote serial cables

• Console cables

• VGA cables

• Power cords

Once the cables are removed, we recommend that you remove the media drives from the 
chassis. For more information, see “(Optional) Removing the Media Drives” on page 6.

(Optional) Removing the Media Drives

Once you have unplugged the cables from the rear of the AirSpeed Multi Stream chassis, 
you must next determine whether you want to remove the four media drives from the front of 
the chassis. 

This procedure is optional depending on whether you feel that you can lift the unit from the 
chassis. The media drives add to the weight of the chassis, and removing it from the rack 
might result in the chassis dropping into the rack. 

If you decide to leave the media drives in the chassis, proceed to the topic “Removing the 
AirSpeed Multi Stream Chassis from the Rack” on page 7.

To remove the media drives from the chassis:

1. Prior to removing the drives, identify each media drive by affixing a small label on each 
media drive’s handle and numbering them, from left to right, “1”, “2”, “3” and “4”. 

n These drives will need to be replaced in that exact drive slot order as they were removed 
from.

2. Pull the plastic handle (with drive size label) open, to unlock the drive from the slot.

3. Using the handle, pull the drive from the slot.
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4. Repeat steps 2 through 3 until all media drives are removed from the chassis.

Once the drives are removed, you can remove the AirSpeed Multi Stream from the rack. 
For more information, see “Removing the AirSpeed Multi Stream Chassis from the 
Rack” on page 7.

Removing the AirSpeed Multi Stream Chassis from the Rack

All Avid AirSpeed Multi Stream rack-mount components are supplied with rear mount rack 
supports (brackets). These can be left in the rack.

n You should have someone helping you lift the AirSpeed Multi Stream when removing it from 
the rack.

To remove the AirSpeed Multi Stream chassis from the rack:

1. Remove the rack ear covers on the rack ear clips.

If the front bezel is installed on the front of your chassis, you can leave it on.

NET

TMP

LRM

PGD

LTC
REF

ACT
WNK

500

500

500

500
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2. Unscrew the chassis from the front of the rack through the ears of the chassis as shown 
in the following figure.

3. Lift the chassis and slide it off of the rear brackets.

4. Place the chassis in the location where you are going to perform the DNxHD upgrade.

Removing the Top of the Case and the I/O Backplate

Once you have inspected the new parts, unplugged all cables, removed the drives, and 
removed the chassis from the rack, you are ready to remove the top of the case and the I/O 
backplate from the rear of the chassis.

n The illustrations in this section depict an SD model AirSpeed Multi Stream.

To remove the top of the case and the I/O backplate:

1. Using a #1 Phillips screwdriver, remove the eight (8) screws from the top of the case and 
gently slide the top of the case to the rear of the chassis. Place it aside.

n Do not lose these screws. You will need them later. Keep them in a cup or dish so that they do 
not get lost!
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2. Using a 3/16” thin well nut driver, remove the four (4) D-sub screws from the back of 
the chassis as shown in the following illustration.

3. Do the following as shown in the following illustration. 

a. If your unit has hex nuts, use a 9/16” deep well nut driver to loosen and remove the 
hex nuts (7760-03043-01), and their lock washers (7760-00175-01) from the SDI 
input and output BNC connectors.

b. Use the special Bomar hex shaft wrench to remove the knurled nuts 
(7760-20028-01), and their lock washers (7760-00175-01) from each REF and LTC 
BNC connector.

n Some units shipped with only Bomar knurled nuts. If your unit does not have hex nuts, use 
the Bomar hex shaft to remove the knurled nuts and their lock washers from all BNC 
connectors.

4. Remove the three (3) screws on the bottom of the chassis backplate and the one (1) 
screw on the right side of the chassis as depicted in the following illustration. 
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n Do not lose these screws. Keep them in a cup or dish so they do not get lost!

5. Remove the I/O backplate by carefully guiding the backplate off of the BNC connectors. 

6. The next step is to remove the existing VIO card from the chassis. For more 
information, see “Removing the Existing VIO Card(s) from the Chassis” on page 10.

Removing the Existing VIO Card(s) from the Chassis

This procedure contains information on how to remove the existing VIO card(s) from the 
chassis. 

n You must return the original card(s) to Avid.

To remove the existing VIO card(s) from the chassis:

1. Using a #1 Phillips screw driver, remove the four (4) screws that attach each VIO card to 
the chassis as shown in the following illustration.
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EXPANSION
PORT 1

EXPANSION
PORT 2

USB

CONSOLE

VGA

SERIAL
ETHERNET1 2 3 4

1 2 3 4
5 6 7 8

OUT

REF
IN/THRU

LTC
IN/THRU

Remove the four (4) chassis backplate screws
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n The model you are upgrading from might have either one or two VIOs in it. The following 
diagram shows a model with one VIO card.

2. Very gently, rock and lift the card straight up in order to release it from the chassis.

3. Place the VIO card in the ESD bag included in the Return to Avid kit.

4. (Optional) If there are two VIO cards in your original system, repeat Steps 1-3 to 
remove the second VIO card.

5. The next step is to install the riser cards and the new VIO card. For more information, 
see “Installing the VIO Card” on page 12.

Remove the four (4) VIO screws
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Installing the VIO Card

This procedure contains information on how to install the new VIO card into the chassis.

n Verify that the original riser cards are fully seated in their respective connectors.

Make sure the gold finger connectors are inserted all the way into the connectors.

Do not touch the gold finger connectors. Use the anti-static bag or similar anti-static 
material when pushing the Riser cards into the connectors.

If you are upgrading from a model that previously had two VIO cards (such as the MPEG-2, 
or AVC-Intra models), remove the extra riser cards. The DNxHD model only has a single 
VIO card, therefore, you do not need the additional riser cards.

To install the VIO card:

1. (Optional) If not previously installed, install the four (4) hex standoffs (7760-20084-01) 
to the base of the chassis as shown.

Install the four (4) hex standoff screws to the chassis as shown by the white stars
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2. To help you to better align the VIO card before screwing it in, we have provided four 
nylon set screws (7760-20182-01) that you will use to temporarily align the VIO card 
with CM2 module (7020-30086-01). To use these, do the following:

a. Screw a nylon set screw (7760-20182-01) three or four turns into each of the four 
standoffs, as shown in the following illustration:

b. Position the VIO card over the standoffs, and align the two front VIO screw holes 
over the nylon set screws.

c. Align the two middle VIO screw holes over the nylon set screws.

n Verify that the connectors P5 and P6 on the underside of the VIO card are aligned with their 
corresponding riser cards.

n Make sure wires are not trapped between the VIO card and the standoffs.

d. Push the VIO down until the connector fully mates.

e. Remove the four nylon set screws.

Install the four (4) 1/2” nylon set screws to this VIO
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3. Fasten the VIO card to four (4) standoffs with four (4) 6-32 x 5/16 screws 
(7760-03104-02). Refer to the following illustration.

4. The next step is to attach the DNxHD I/O backplate to the chassis, and replace the top of 
the case. For more information, see “Replacing the I/O Backplate and the Top of the 
Case” on page 14.

Replacing the I/O Backplate and the Top of the Case

Once you have finished installing the VIO card into the chassis, you are ready to replace the 
old version of the I/O backplate with the DNxHD (single VIO) I/O backplate 
(7600-30019-01). Once that is done, you can replace the top of the case, and then replace the 
AirSpeed Multi Stream bezel.

Install the four (4) 6-32 x 5/16” screws to this VIO
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To replace the I/O backplate and replace the top of the case:

1. Attach the DNxHD I/O backplate to the rear of the chassis by carefully guiding the 
backplate over the BNC connectors. 

2. Attach the three (3) screws on the bottom of the chassis backplate and the one (1) screw 
on the right side of the chassis as depicted in the following illustration:

3. Do the following as shown in the following illustration. 

a. Use a special Bomar hex shaft wrench (BD36400) to fasten and tighten the knurled 
nuts (7760-20028-01), and their lock washers (7760-00175-01) over each REF and 
LTC BNC connector.

b. If your unit has hex nuts, use a 9/16” deep well nut driver to fasten and tighten the 
hex nuts (7760-03043-01), and their lock washers (7760-00175-01) to the SDI input 
and output BNC connectors.

n Some units shipped with only Bomar knurled nuts. If your unit does not have hex nuts, use 
the Bomar hex shaft to reinstall the knurled nuts and their lock washers from all BNC 
connectors.

Attach the four (4) chassis backplate screws
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4. Fasten the four (4) D-sub screws to the back of the chassis as shown in the following 
illustration.

5. Gently lift the top of the case and slide it onto the chassis. 

6. Fasten the eight (8) case screws to the top of the case.

7. Replace the old AirSpeed Multi Stream bezel with the AirSpeed Multi Stream DNxHD 
bezel (7020-30079-01) by doing the following:

a.  Remove the old AirSpeed Multi Stream bezel from the front of the chassis.

b. Affix the new AirSpeed Multi Stream DNxHD bezel onto the front of the chassis.

c. Affix the new Avid AirSpeed Multi Stream badge (7180-30059-01) onto the front 
of the bezel.

8. Place the “DNxHD Upgrade Kit Installed” label (7180-30045-02) directly below the 
AirSpeed Multi Stream agency label as shown in the following picture.
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9. Rack mount your chassis. For more information, see the AirSpeed Multi Stream Rack 
Mount and Cabling Guide, or the AirSpeed Multi Stream Installation and User’s Guide.

10. Once the chassis has been restored to the rack, the next step is to insert the media drives 
in the proper order. For more information, see “(Optional) Re-Inserting the Media 
Drives into the Chassis” on page 17.

(Optional) Re-Inserting the Media Drives into the Chassis

Once you have completed the DNxHD upgrade, and replaced the chassis in the rack, if you 
have removed the media drives from the chassis, you can now re-insert the four (4) 
pre-labeled media drives into the chassis in the same slots as they were previously located.

To re-insert the Media drives into the chassis:

1. Insert the media drives into the chassis using the same slots from which they were 
removed.

n Make sure that the left-most slot receives the drive previously labeled as “1”, the second slot 
from the left receives the drive labeled “2”, the third slot from the left receives the drive 
labeled “3” and the far right slot receives the drive labeled “4”. 

2. Pull open the plastic handle (with drive size label) on the front of the drive.

3. Place the drive into the slot and slowly push the drive completely into the slot.

4. Push the plastic handle (with drive size label) closed, to lock the drive into the slot.

5. Repeat Steps 1-4 for the other media drives. 

6. Reconnect all of the cables. For more information on connecting the cables, see the 
AirSpeed Multi Stream Rack Mount and Cabling Guide, or the AirSpeed Multi Stream 
Installation and User’s Guide.
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Reinstalling the AirSpeed Multi Stream Application

Once you have completed the DNxHD upgrade, replaced the chassis in the rack, and 
re-inserted your four (4) pre-labeled media drives into the chassis, you must reinstall the 
AirSpeed Multi Stream application software, and then use the Hardware Diagnostics to 
confirm the new hardware is detected. 

For more information on:

•  Reinstalling the AirSpeed Multi Stream application software, see the topic “Installing 
AirSpeed Multi Stream Application Software” in the AirSpeed Multi Stream Installation 
and User’s Guide.

•  Using the Hardware Diagnostics to confirm the new hardware is detected, see 
“Appendix B - Performing Hardware Diagnostics” in the AirSpeed Multi Stream 
Installation and User’s Guide.

Your next step is to return the original VIO board(s) back to Avid. For more 
information, see “Returning the Original VIO Board(s) to Avid” on page 18

Returning the Original VIO Board(s) to Avid

Once you have completed the DNxHD upgrade, replaced the chassis in the rack, and 
re-inserted your four (4) pre-labeled media drives into the chassis, you should return the 
original VIO board(s) to Avid.

To return the original VIO board(s) to Avid:

1. Place the original VIO board(s) in an anti-static bag.

n You can use one of the anti-static bags that the new VIO boards came in. 

2. Place the bag in the same box that the DNxHD Upgrade kit came in, or the one provided 
in the Return to Avid kit.

3. Send the box containing the original VIO board(s) to Avid. Follow the instructions in 
the Returning Parts document included with the DNxHD Upgrade kit for information 
on where to send the original VIO board(s).
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Legal Notices

Product specifications are subject to change without notice and do not represent a 
commitment on the part of Avid Technology, Inc.

The software described in this document is furnished under a license agreement. You can 
obtain a copy of that license by visiting Avid's Web site at www.avid.com. The terms of that 
license are also available in the product in the same directory as the software. The software 
may not be reverse assembled and may be used or copied only in accordance with the terms 
of the license agreement. It is against the law to copy the software on any medium except as 
specifically allowed in the license agreement.

AirSpeed Multistream and AirSpeed Classic or portions thereof are protected by one or 
more of the following United States patents: 6,763,523; 6,766,357; 7,403,561; 7,433,519. 
Other patents are pending.

AirSpeed Multistream and AirSpeed Classic or portions thereof are protected by the 
following European patent: 1629675. Other patents are pending.

No part of this document may be reproduced or transmitted in any form or by any means, 
electronic or mechanical, including photocopying and recording, for any purpose without 
the express written permission of Avid Technology, Inc.

Copyright © 2010 Avid Technology, Inc. and its licensors. All rights reserved.

Portions of this product were created using LEADTOOLS © 1991-2002, LEAD 
Technologies, Inc. ALL RIGHTS RESERVED. Portions of this product are licensed under 
US patent 5,327,254 and foreign counterparts.

Portions Copyright 2003-2007 of MOG Solutions.

Attn. Government User(s). Restricted Rights Legend

U.S. GOVERNMENT RESTRICTED RIGHTS. This Software and its documentation are 
“commercial computer software” or “commercial computer software documentation.” In the 
event that such Software or documentation is acquired by or on behalf of a unit or agency of 
the U.S. Government, all rights with respect to this Software and documentation are subject 
to the terms of the License Agreement, pursuant to FAR §12.212(a) and/or DFARS 
§227.7202-1(a), as applicable.

Trademarks

003, 192 Digital I/O, 192XD I/O, 888 I/O, Adrenaline, AirPlay, AirSPACE, AirSPACE HD, 
AirSpeed, ALEX, Alienbrain, AniMatte, AudioMarket, AudioPages, AudioSuite, 
AudioVision, AutoSync, Avid, Avid Advanced Response, Avid DNA, Avid DNxcel, 

http://www.avid.com
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Avid DNxHD, AVIDdrive, Avid DS Assist Station, Avid EditStar, 
Avid Learning Excellerator, Avid Liquid, Avid Liquid Chrome Xe, Avid MEDIArray, 
Avid Mojo, AvidNet, AvidNetwork, Avid NewStar, Avid Remote Response, AVIDstripe, 
Avid Unity, Avid Unity ISIS, Avid VideoRAID, Avid Xpress, AVoption, AVX, 
Beauty Without The Bandwidth, Blacktooth, Boom, C|24, CamCutter, CaptureManager, 
ChromaCurve, ChromaWheel, Command|24, Conectiv, CountDown, DAE, Dazzle, 
Dazzle Digital Video Creator, Deko, DekoCast, D-Fi, D-fx, DigiDelivery, Digidesign, 
Digidesign Audio Engine, Digidesign Intelligent Noise Reduction, DigiDrive, DigiLink, 
DigiMeter, DigiSerial, Digital Nonlinear Accelerator, DigiTranslator, DINR, DNxchange, 
do more, DVD Complete, D-Verb, Eleven, Equinox, EveryPhase, ExpertRender, Fastbreak, 
Fast Track, FieldPak, Film Composer, FilmScribe, Flexevent, FluidMotion, FXDeko, G7, 
G-Rack, HD Core, HD Process, HDPack, Hollywood DV-Bridge, Hybrid, HyperControl, 
HyperSPACE, HyperSPACE HDCAM, IllusionFX, Image Independence, iNEWS, 
iNEWS Assign, iNEWS ControlAir, Instantwrite, Instinct, 
Intelli-sat Broadcasting Recording Manager, Intelli-Sat, InterFX, Interplay, inTONE, 
Intraframe, iS9, iS18, iS23, iS36, ISIS, IsoSync, KeyRig, KeyStudio, LaunchPad, 
LeaderPlus, Lightning, ListSync, Lo-Fi, Magic Mask, Make Anything Hollywood, 
make manage move | media, Marquee, M-Audio, M-Audio Micro, Maxim, Mbox, 
MCXpress, Media Browse, Media Composer, MediaDock, MediaDock Shuttle, 
Media Fusion, Media Illusion, MediaLog, Media Reader, Media Recorder, MEDIArray, 
MediaShare, MediaStream, Media Suite, Meridien, MetaFuze, MetaSync, MicroTrack, 
Midiman, MissionControl, Mix Rack, MixLab, Moviebox, Moviestar, NaturalMatch, 
Nearchive, NetReview, NewsCutter, Nitris, NRV-10 interFX, Octane, OMF, 
OMF Interchange, OMM, OnDVD, Open Media Framework, Open Media Management, 
Palladium, Pinnacle, Pinnacle DistanTV, Pinnacle Geniebox, Pinnacle HomeMusic, 
Pinnacle MediaSuite, Pinnacle Mobile Media, Pinnacle PCTV, 
Pinnacle PCTV HD Ultimate Stick, Pinnacle PCTV Nano Stick, Pinnacle PCTV To Go, 
Pinnacle Scorefitter, Pinnacle Studio, Pinnacle Studio MovieBoard, Pinnacle Systems, 
Pinnacle VideoSpin, ProEncode, ProServices, ProSessions, Pro Tools, QuietDrive, Recti-Fi, 
Reel Tape Delay, Reel Tape Flanger, Reel Tape Saturation, RetroLoop, rS9, rS18, 
Salesview, Sci-Fi, Scorch, Scorefitter, ScriptSync, SecureProductionEnvironment, Session, 
Show Center, Sibelius, SIDON, Soft SampleCell, Soft-Clip Limiter, Sound Designer II, 
SPACE, SPACEShift, SpectraGraph, SpectraMatte, Starplay, SteadyGlide, Streamfactory, 
Streamgenie, StreamRAID, Strike, Structure, Studiophile, SubCap, Sundance Digital, 
Sundance, Symphony, SYNC HD, SynchroScience, SynchroScope, Syntax, Targa, 
TDM FlexCable, Thunder, Titan, Titansync, TL Aggro, TL AutoPan, TL Drum Rehab, 
TL Everyphase, TL Fauxlder, TL In Tune, TL MasterMeter, TL Metro, TL Space, 
TL Utilities, Torq, Torq Xponent, Transfuser, Trigger Finger, Trillium Lane Labs, TruTouch, 
UnityRAID, Vari-Fi, Velvet, Venom, VideoRAID, Video Slave Driver, VideoSPACE, 
VideoSpin, Vortex, Xdeck, X-Form, Xmon, Xponent, X-Session, and X-Session Pro are 
either registered trademarks or trademarks of Avid Technology, Inc. in the United States 
and/or other countries.
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Adobe and Photoshop are either registered trademarks or trademarks of Adobe Systems 
Incorporated in the United States and/or other countries. Apple and Macintosh are 
trademarks of Apple Computer, Inc., registered in the U.S. and other countries. Windows is 
either a registered trademark or trademark of Microsoft Corporation in the United States 
and/or other countries. All other trademarks contained herein are the property of their 
respective owners. 
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