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Safety Instructions
Read and Keep these Instructions

The lightning flash with arrowhead The exclamation point within an equila- The garbage bin with a crossis

symbol, within an equilateral triangle, teral triangle is intended to alert the intended to alert the user that

is intended to alert the user to the user to the presence of important the product may not be disposed of
presence of uninsulated "dangerous voltage” operating and maintenance (servicing) instructions by regular garbage, but as electronic
within the product's enclosure that may be of in the literature accompanying the product. equipment.

sufficient magnitude to constitute a risk of electric
shock to persons.

Warning

CAUTION

RISK DF ELECTRIC SHOCK
DO NOT OPEN

AVIS

RISOUE DE CHOC ELECTRIQUE ME P&S OUVRIR

Important Safety Instructions

1 Read these instructions.

2 Keep these instructions.

3 Heed all warnings.

4 Follow all instructions.

5 Do not use this equipment near water.

6 Clean only with dry cloth.

7 Do not block any ventilation openings. Install in accordance with the manufacturer’s instructions.

8 Do not install near any heat sources such as radiators, heat registers, stoves, or other equipment (including amplifiers) that produce
heat.

9 Protect power cords from being walked on or pinched particularly at plugs, convenience receptacles, and the point where they exit
from the equipment.

10 Only use attachments/accessories specified by the manufacturer.

11 For products that are not rack-mountable: Use only with a cart, stand, tripod, bracket, or table specified by the manufacturer, or sold
with the equipment. When a cart is used, use caution when moving the cart/equipment combination to avoid injury from tip-over.

12 Unplug this equipment during lightning storms or when unused for long periods of time.

13 Refer all servicing to qualified service personnel. Servicing is required when the equipment has been damaged in any way, such as
power-supply cord or plug is damaged, liquid has been spilled or objects have fallen into the equipment, the equipment has been ex-
posed to rain or moisture, does not operate normally, or has been dropped.

14 For products that are a Mains powered device:



The equipment shall not be exposed to dripping or splashing and no objects filled with liquids (such as vases) shall be placed on the
equipment.

WARNING!

f To reduce the risk of fire or electric shock, do not expose this equipment to rain or moisture.

ATTENTION!

: Pour réduire les risques d'incendie ou d'électrocution, n'exposez pas cet équipement a la pluie ou a I'humidité.

Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two blades with one wider than the other.
A grounding type plug has two blades and a third grounding prong. The wide blade or the third prong are provided for your safety. If
the provided plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet.

15 For products containing a lithium battery:
WARNING!

f Danger of explosion if battery is incorrectly replaced. Replace only with the same or equivalent type.

ATTENTION!

Risque d'explosion si la batterie n'est pas remplacée correctement. Remplacez uniquement par un type identique ou équivalent.
& Jetez les piles usagées conformément aux instructions.

16 For products with a power switch: It should remain accessible after installation.
17 The equipment shall be used at a maximum ambient temperature of 40° C.

18 This unit is provided with a power supply cord set suitable for 120V AC input only (for U.S.A. and Canada). For other than U.S.A.
and Canada, a qualified person must provide for use with this unit, an appropriate, approved power supply cord set which is in com-
pliance with the end use country requirements and has a minimum cross-sectional area of 1.0mm2.

19 For products with more than one power cord:
WARNING!

C This unit has more than one power supply cord. Discon- nect two power supply cords before servicing to avoid electrical shock.

ATTENTION!

Cet appareil comporte plus d’un cordon d’alimenta- tion. Afin de prévenir les chocs électriques, débrancher les deux cor- dons
d’alimentation avant de faire le dépannage.

20 For products with an operator-accessible fuse:

CAUTION:

f For continued protection against risk of fire, replace only with same type and rating of fuse.

ATTENTION:

Pour ne pas compromettre la protection contre les risques d’incendie, remplacer par un fusible de méme type et de méme car-
actéristiques nominales.



Rack-Mount Safety Instructions

1 Elevated Operating Ambient—If installed in a closed or multi-unit rack assembly, the operating ambient temperature of the rack en-
vironment might be greater than room ambient. Therefore, consider installing the equipment in an environment compatible with the
maximum ambient temperature (Tma) specified by the manufacturer.

2 Reduced Air Flow—Installation of the equipment in a rack should be such that the amount of air flow required for safe operation of
the equipment is not compromised. Make allowances for cooling air to be available to the front panel surface and no restrictions at
the rear.

3 Mechanical Loading—Mounting of the equipment in the rack should be such that a hazardous condition is not achieved due to un-
even mechanical loading.

4 Circuit Overloading—Consideration should be given to the connection of the equipment to the supply circuit and the effect that over-
loading of the circuits might have on over-current protection and supply wiring. Appropriate consideration of equipment nameplate
ratings should be used when addressing this concern.

5 Reliable Earthing—Reliable Earthing of rack-mounted equipment should be maintained. Particular attention should be given to sup-
ply connections other than direct connections to the branch circuit (for example, use of power strips).

LED Safety Notices

Avid hardware might contain LED or Laser devices for communication use. These devices are compliant with the requirements for
Class 1 LED and Laser Products and are safe in the intended use. In normal operation the output of these laser devices does not exceed
the exposure limit of the eye and cannot cause harm.

Environmental Compliance

Proposition 65 Warning

This product can expose you to chemicals including Pb and Pb compounds, which is known to the State of California to cause
& cancer and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

Perchlorate Notice

This product may contain a lithium coin battery. The State of California requires the following disclosure statement:
“Perchlorate Material—special handling may apply, see www.dtsc.ca.gov/hazardous waste/perchlorate.”

Recycling Notice

%
o

Disposal of Waste Equipment by Users in the European Union

This symbol on the product or its packaging indicates that this product must not be disposed of with other waste. Instead, it is your re-
sponsibility to dispose of your waste equipment by handing it over to a designated collection point for the recycling of waste electrical

and electronic equipment. The separate collection and recycling of your waste equipment at the time of disposal will help conserve nat-
ural resources and ensure that it is recycled in a manner that protects human health and the environment. For more information about

where you can drop off your waste equipment for recycling, please contact your local city recycling office or the dealer from whom you
purchased the product.
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EMC (Electromagnetic Compliance)

Avid declares that this product complies with the following standards:
* FCC Part 15 Class B

e ICES-003 Class B

« BS/EN, EN 55032 Class B

» AS/NZS CISPR 32 Class B

e CISPR32 Class B

» BS/EN, EN 61000-3-2

» BS/EN, EN 61000-3-3

e BS/EN, EN 55035

FCC Notice: Class B Equipment

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment gen-
erates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this
equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try and correct the interference by one or more of the following measures:

 Reorient or locate the receiving antenna.
* Increase the separation between the equipment and receiver.
< Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

« Consult the dealer or an experienced radio/TV technician for help.
Any modifications to the unit, unless expressly approved by Avid, could void the user's authority to operate the equipment.

Cables

Connections to Avid hardware must be made with shielded cables with metallic RFI/EMI connector hoods in order to maintain com-
pliance with FCC Rules and Regulations.

Any modifications to the unit, unless expressly approved by Avid, could void the user's authority to operate the equipment.

Canadian ICES-003 Class B Notice
This Class B digital apparatus complies with Canadian ICES-003.

Cet appareil numérique de la classe B est conforme a la norme NMB-003 du Canada.

Australian Compliance

o

Korean EMC Compliance
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Safety Compliance

This equipment has been tested to comply with USA, Canadian, EU and International safety certification standards: UL 62368-1:2014,
CAN/CSA 62368-1-14 and IEC//BS/EN 62368-1:2014 (2nd Edition), A11 2017.

Avid Technology Inc., has been authorized to apply the appropriate NRTL mark on its compliant equipment.



Power Safety Input Rating

Regulatory Model Number: MTRX Studio
100-240VAC, 50-60Hz, 45VA Max.

United Kingdom Compliance
(EMC, Safety, and RoHS)

UK
CA

Avid Tech. EU LTD
20 Station Road
Gerrards Cross
England SL9 8EL

CE Compliance
(EMC, Safety, and RoHS)

Q

Avid is authorized to apply the CE (Conformite Europenne) mark on this compliant equipment thereby declaring conformity to EMC
Directive 2014/30/EU, Low Voltage Directive 2014/35/EU and RoHS Recast Directive 2011/65/EU.
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Chapter 1: Introduction

Pro Tools | MTRX Studio

PRO TOOLS | MT|

.Inz
O O

Welcome to Pro Tools® | MTRX Studio. MTRX Studio is an extremely versatile multi-channel audio interface for Pro Tools | HDX
and Pro Tools | HD Native systems. MTRX Studio supports 16- and 24-bit audio with sample rates of 44.1, 48, 88.2, 96, 176.4, and
192 kHz. MTRX Studio provides two DigiLink™ Mini ports for up to 64 input and output channels with Pro Tools. MTRX Studio
provides 16 analog line inputs, 16 analog line outputs, two analog monitor outputs, two headphone outputs, and two analog inputs
for microphones or instruments. It also provides a 64 1/0 channels Dante® IP Audio interface and 16 channels of ADAT ™" 1/0,
Word Clock and Loop sync synchronization, and an input for a foot switch (for various DADman functions, such as talk back re-
mote control). Additionally, MTRX Studio provides built-in SPQ processing for room tuning, bass management, and equalizing of
cue and monitor signals.

MTRX Studio can be used as a traditional recording interface, with mic and line analog 1/0, phantom power, and two headphone
jacks on the front panel. MTRX Studio can also be used as a monitor controller output device for immersive audio post production
applications with up to 9.1.6 channel layouts. Pro Mon monitor control functionality is available for EUCON™-enabled Avid de-
vices with MTRX Studio using DADman software.

MTRX Studio Features

MTRX Studio provides up to 64 discrete channels of audio for Pro Tools with two DigiLink Mini ports (Primary and Primary/Ex-
pansion).

Analog 1/0

« 2 Instrument/Microphone inputs (with preamps)

« 16 analog line inputs (DB25)

« 16 analog line outputs (DB25)

2 monitor outputs (balanced 1/4-inch)

« 2 stereo headphone outputs

Digital 1/0

e 64x64 Dante I/0 (at all sample rates)

» 16x16 ADAT 1/O

¢ 2 DigiLink ports (primary and primary/expansion)
 Optional Pro Tools | MTRX Thunderbolt™ 3 module

Chapter 1: Introduction 1



Synchronization
e Sample rates of 44.1-192 kHz
 Synchronization by Internal, Word Clock, Loop Sync, ADAT, or Dante IP

Control, Routing, and Processing

¢ Operation using DADman software—some settings can be controlled on the front panel
« All settings controlled over Ethernet

» 512x512 cross-point matrix

e 256x32 summing (Pro | Mon) with monitor profiles

» SPQ processing with 256 filters for 16 channels of speaker EQ

Audio Routing Functions and Principles

In addition to the AD/DA conversion and digital 1/0 functionality, MTRX Studio provides a powerful audio routing matrix. All input
signals can be patched to one or more outputs on a mono-channel basis, so MTRX Studio is also a digital patch bay. Use DADman soft-
ware on your computer to configure and control MTRX Studio over Ethernet.

In order to set up the correct signal flow in MTRX Studio, the correct connections have to be set in the matrix using DADman software.
Any one of the analog or digital inputs installed in the MTRX Studio can be patched to any analog or digital output, or can be split to
multiple outputs.

DADman lets you edit and save DADman settings files (.dms files), which include AD, DA, Routes, Labeling, and Configuration set-
tings. DADman also lets you import, create, and edit separate monitor profiles (.dmprof files). A monitor profile is a matrix configura-
tion that lets you select from multiple sources and outputs, with or without fold downs and external metering, for monitoring workflows.
Monitor profiles are customizable from mono to Atmos (16 speakers) and can be controlled from the front panel of MTRX Studio and
by EUCON, as well as from within DADman.

You can configure DADman to automatically load your last .dms and .dmprof files on launch in the DADman Preferences (Mac) or
Options (Windows).

Chapter 1: Introduction



Ethernet Control and Dante / AESE7 1/O

Foodswitch
control
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2 2 Interfaces for
Frontpanel Digital IO, Matrix & Pro Tools
‘ . Controller
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4 4 Interfaces for
ADAT
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512512 matrix S\H’\CVO
- Loop sync /O
Processing
SPQ - 256filters  Delay - 16 channels 16 bus summing
Headphone out - ———p  Lineout
Headphone out ~¢—a—— 2 Speaker out
Analogue I/O
2 25— Linein
Instrument in —_—
+—>— Micin

MTRX Studio block diagram

For example, with sixteen analog input channels, each can be patched to Pro Tools Output channels and the Pro Tools input can be
patched to sixteen ADAT output channels. At the same time, two channels can be patched to the analog output.

It is essential that all digital signals connected to the MTRX Studio are synchronized to the same clock signal (see Connect Clock
Sync).

In order to patch IP Audio channels between different devices, use the Dante Controller software tool from Audinate (visit
www.audinate.com).

For details on how to configure the routing matrix, see Pro Tools | MTRX Studio Operation.

Chapter 1: Introduction
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System Requirements and Compatibility Information

Avid can only assure compatibility and provide support for hardware and software it has tested and approved.

For complete system requirements and a list of qualified computers, operating systems, hard drives, peripherals, and third-party devices,
visit https://www.avid.com/compatibility.

% For more information about updating and maintaining your MTRX Studio with the latest firmware, visit
https://avid.secure.force.com/pkb/articles/en_US/How_To/MTRX-Firmware-Update-Procedure.

Conventions Used in Pro Tools Documentation

Pro Tools documentation uses the following conventions to indicate menu choices, keyboard commands, and mouse commands:

Convention Action

File > Save Choose Save from the File menu

Control+N Hold down the Control key and press the N key
Control-click Hold down the Control key and click the mouse button
Right-click Click with the right mouse button

The names of Commands, Options, and Settings that appear on-screen are in a different font.
The names of physical switches on MTRX Studio are in displayed in bold text.
The following symbols are used to highlight important information:

Q User Tips are helpful hints for getting the most from your Pro Tools system.

A Important Notices include information that could affect your Pro Tools session data or the performance of your Pro Tools system.
Shortcuts show you useful keyboard or mouse shortcuts.

Cross References point to related sections in this guide and other Avid documentation.

Chapter 1: Introduction
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Resources

The Avid website (www.avid.com) is your best online source for information to help you get the most out of your Avid system.

Account Activation and Product Registration
Activate your product to access downloads in your Avid account (or quickly create an account if you do not have one). Register your
purchase online, download software, updates, documentation, and other resources.

www.avid.com/register

www.avid.com/account

Support and Downloads

Contact Avid Customer Success (technical support), download software updates and the latest online manuals, browse the Compatibil-
ity documents for system requirements, search the online Knowledge Base or join the worldwide Avid user community on the User Con-
ference.

www.avid.com/support

Training and Education

Study on your own using courses available online, find out how you can learn in a classroom setting at an Avid-certified training center,
or view video tutorials and webinars.

www.avid.com/education

Video Tutorials

The Get Started Fast with Pro Tools series of online videos provide tutorials to help if you are new to Pro Tools. They also provide vid-
eos for the experienced user that introduce new features found in the latest versions of Pro Tools.

www.avidblogs.com/get-started-fast-with-pro-tools/

The MTRX in Focus series of online videos provide tutorials to help if you are new to MTRX-series audio interfaces. They also provide
videos for the experienced user that introduce latest features with Pro Tools and MTRX.

MTRX in Focus

Products and Developers

Learn about Avid products, download demo software, or learn about our Development Partners and their plug-ins, applications, and
hardware.

www.avid.com/products

Chapter 1: Introduction
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Installation

Installing Pro Tools | MTRX Studio involves the following:

1 Unpacking MTRX Studio

2 Rack mounting MTRX Studio (optional)

3 Connecting cables

4 Registering your MTRX Studio

5 Downloading and installing software

6 Authorizing Pro Tools DigiLink 1/0 License with iLok License Manager (Pro Tools 2021.12 or earlier only)

7 Configuring network settings

Unpacking MTRX Studio

Before you get started installing Pro Tools | MTRX Studio, unpack the box, which contains the following:
¢ MTRX Studio
» 1 IEC power cable
» 2 BNC cables (for connecting Loop Sync or Word Clock)
» Warranty Claims Information card
 Avid Health and Safety Guide
* Activation card
Keep the Activation card on hand to register your MTRX Studio and access software downloads and firmware updates. Set the

power cable and BNC cables aside until you are ready to start connecting cables. Remove the MTRX Studio from the box and pack-
aging, and place it on a hard and dry surface.

Pro Tools | MTRX Studio ThunderBolt 3 Option Module

If you have a Pro Tools | MTRX Studio ThunderBolt 3 option module (sold separately), you should install it before rack mounting
MTRX Studio and making cable connections.

For information on installing optional expansion cards, refer to Installing Thunderbolt 3 Option Module.

Connecting Cables

Once you have installed MTRX Studio in a rack (optional), you are ready to start connecting cables.

Q In order to meet EMC requirements and in order to obtain the highest performance of MTRX Studio, use high-quality, properly
shielded cables for all external connections when installing MTRX Studio. For the power connection, a hormal unshielded
power cable with a proper protective earth conductor can be used.

To orient yourself with MTRX Studio back panel connections, see Pro Tools | MTRX Studio Back Panel Connections.

Installation 6



Connect Power

Connect the included IEC cable to MTRX Studio. Then connect the cable to a grounded AC power outlet. It is recommended that you
connect to a grounded power switch or power conditioner.

Connect Ethernet

Connect the MTRX Studio directly to your computer or to your computer’s network using a GigaBit Ethernet cable (not included) (see
Network Configuration). Ethernet is used to communicate with DADman and a Dante Network. Note that when using the optional
Thunderbolt 3 module, only a Thunderbolt 3 cable connection is required.

Connect DigiLink

Connect one or two DigiLink Mini cables (included with HDX or HD Native) to the DigiLink Mini ports on MTRX Studio. Then con-
nect the other end of these cables to an HDX card, or an HD Native card or HD Native Thunderbolt box. For more information, see Con-
necting Pro Tools | MTRX Studio to an HDX or HD Native System.

Q If you are running Pro Tools 2021.12 pr earlier, be sure to activate your DigiLink license. Pro Tools 2022.x and later do not require
a DigiLink license.
Connect Thunderbolt 3 (Optional)

If you have installed the optional Thunderbolt 3 module, connect one end of a Thunderbolt 3 compatible cable to an available port on
the MTRX Studio Thunderbolt 3 option card to a Thunderbolt 3-compatible port on your computer (see Installing Thunderbolt 3 Option
Module). In addition to audio 1/0, Thunderbolt 3 is used to communicate with DADman software, so you can use the Thunderbolt 3
module with any tier of Pro Tools without DigiLink or Ethernet connections.

Connect Clock Sync

If you are installing Pro Tools | MTRX Studio in a system with multiple audio interfaces (such as HD 1/O) and/or a synchronization pe-
ripheral (such as SYNC X), make the appropriate Loop Sync or Word Clock cable connections using the included BNC cables.

Connect Audio

Make sure that your sound system is powered off. Make the appropriate analog and digital audio cable connections for your system.

Connect a Footswitch

You can connect a footswitch (optional) to the back of MTRX Studio (1/4-inch jack) to control monitor profiles or talkback. You can
assign the External footswitch trigger or any of the softkeys on the front of MTRX Studio to different Control Room switches on the
front panel in the Monitor Profile > MTRX Studio tab. Tapthe footswitch to latch Talkback, or press and hold for momentary talkback.

Register Pro Tools | MTRX Studio and Activate your Avid Master Account

Your Pro Tools | MTRX Studio includes an Activation card with a code that lets you register the unit, and access software, firmware,
and documentation downloads.

To register and access Pro Tools | MTRX Studio-related downloads through your Avid Master Account:

Locate the Activation card.

=

N

Visit https://www.avid.com/register.

3 Log in to your Avid Master Account. If you do not already have an Avid Master Account, create a new one and log in.

IN

Enter the redemption code on the Registration card and click Register.

5 Select your iLok.com account and click Use This Account, or create a new iLok account by following the on-screen instructions.

You are directed to the My Products page for your Avid Master Account. After Activation, software, drivers, and firmware are also
available in Avid Link.

Installation 7
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Download Software

Once you have registered MTRX Studio, you can download software and firmware updates from your Avid Master Account. For DAD-
man installation and configuration instructions, see Installing and Configuring DADman Software.

To download MTRX Studio software and firmware:

1 Logintoyour Avid Master Account (if you are not already) online and continue with the following steps, or in Avid Link™ (see Avid
Link).

2 Under My Products, click the My Products and Subscriptions link.
3 Under the My Products tab, click Pro Tools | MTRX Studio.
4 To the right of Product Details and Download Links, click Show.

5 Click the links for any Read Me documentation about firmware and/or software updates. Review this information carefully to ensure
the successful installation of DADman software, firmware updates, and proper function of MTRX Studio.

6 Click the link to download the installer for the latest version of DADman software for your operating system (macOS or Windows).
DADman software is required to use MTRX Studio with Pro Tools.

For information on installing and configuring DADman, see Installing and Configuring DADman Software.

Avid Link

Use Avid Link to manage your Avid account, licensing and subscriptions, as well as access a number of other services. Avid Link will
help you keep all of your Avid software and firmware up to date. Login with your Avid Master Account username and password.

If you are a new Pro Tools software subscriber, start by downloading and installing the Avid Link app. For more information, visit
www.avid.com/avid-link.

Redeem Pro Tools DigiLink I/O License
(Pro Tools 2021.12 or Earlier Only)

In order to use MTRX Studio with Pro Tools 2019.12 to 2021.12, you must first authorize your iLok with the Pro Tools DigiLink 1/0
license (which is added to your Avid Master Account when you register MTRX Studio). Once you have registered your MTRX Studio,
use iLok License Manager to authorize your iLok with the Pro Tools DigiLink 1/0O license.

A\ MTRX Studio is only supported with Pro Tools 2019.12 or later.

Network Configuration

MTRX Studio is equipped with two GigaBit Ethernet connectors and an internal Ethernet switch, a controller port and a port for IP Au-
dio Dante I/O. The network connectors can operate as two “parallel” connectors for the internal switch or as dual connectors for redun-
dant IP audio operation. When operating in parallel, controlling the unit is done using Net port 1.

MTRX Studio has one to three different IP addresses:
* One for the unit control using DADman software and one or two for the Dante IP audio in single or redundant mode respectively.
 The network configuration is managed separately for the controlling interface and for the IP audio interface, and can have different
configurations.

» The controlling interface network is used for controlling MTRX Studio from DADman, and the IP audio interface is used for in-
terfacing a Dante IP audio in a network.

The factory default setting of the IP address of the controller port of the MTRX Studio is 10.0.7.20. The IP address can be changed man-
ually using DADman or it can be set to be automatically assigned by a DHCP server/router in the network. If needed, MTRX Studio can
be set in recovery mode with the fixed factory defined IP address (10.0.7.20) and IP discovery using DHCP. This is described in the Re-
configuration section of this guide. For a more detailed description of the network functionality, configuration, and behavior, see Net-
work Fundamentals.
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Starting Up or Shutting Down Your System

To ensure that the components of your Pro Tools system communicate properly with each other, you need to start them in a particular
order.

Start up your Pro Tools system in this order:

1 Make sure all your equipment (including your computer) is off.

2 Lower the volume of all output devices in your system.

3 For systems with an expansion chassis, turn on the chassis.

4 Turn on any external hard drives. Wait approximately ten seconds for them to spin up to speed.
5 Turn on your network router (if it is not already on).

6 Turn on any control surfaces (such as S6).

7 Turn on any MIDI interfaces, MIDI devices, or synchronization peripherals.

8 With the volume of all output devices lowered, turn on your audio interfaces (such as MTRX Studio). Wait at least fifteen seconds
for your system hardware to initialize.

9 Turn on your computer.

10 Launch Pro Tools or any third-party audio or MIDI applications.

Shut down your Pro Tools system in this order:

1 Quit Pro Tools and any other running applications.
Q To quit Pro Tools, choose Pro Tools > Quit (Mac) or File > Exit (Windows).

2 Turn off or lower the volume of all output devices in your system.

3 Turn off your computer.

4 Turn off your Pro Tools audio interfaces (such as MTRX Studio).

5 For systems with an expansion chassis, turn off the chassis.

6 Turn off any MIDI interfaces, MIDI devices, or synchronization peripherals.
7 Turn off any control surfaces (such as S6).

8 Turn off any external hard drives.

Installation 9



Connecting Pro Tools | MTRX Studio to an HDX or
HD Native System

Pro Tools | MTRX Studio can be configured for a wide variety of audio production workflows with Pro Tools | HDX or HD Native
hardware.

HDX With HDX hardware, MTRX Studio is connected to an HDX card using one or two DigiLink Mini cables (included with HDX
card). You can connect additional HD audio interfaces to your system using the second DigiLink Mini port on the back of MTRX
Studio, the second DigiLink Mini Port on the HDX card, or by using additional HDX cards. See Connecting Pro Tools | MTRX Stu-
dio to Pro Tools | HDX.

For more information about installing HDX cards, see the Pro Tools | HDX Card Installation Guide.

HD Native With HD Native hardware, MTRX Studio is connected to the HD Native card using one or two DigiLink Mini cables
(included with HD Native). You can connect additional HD audio interfaces to your system using the second DigiLink Mini port
on the back of MTRX Studio or the second DigiLink Mini Port on the HD Native card. See Connecting Pro Tools | MTRX Studio
to Pro Tools | HD Native.

For more information about installing the HD Native card, see the Pro Tools | HD Native Installation Guide.

For more information about installing HD Native Thunderbolt, see the Pro Tools | HD Native Thunderbolt Installation Guide.

Connecting Pro Tools | MTRX Studio to Pro Tools | HDX

You can use up to 64 channels of analog and digital 1/0 with MTRX Studio connected to an HDX card using two DigiLink Mini
cables (not included).

To connect MTRX Studio to an HDX card:

1 Connect the first MTRX Studio DigiLink Mini Port to DigiLink Mini Port 1 on the HDX card using a DigiLink Mini cable (not
included).

2 Connect the second MTRX Studio DigiLink Mini Port to DigiLink Mini Port 2 on the HDX card using a second DigiLink Mini
cable (not included).

Figure 1. MTRX Studio connected to both DigiLink Mini ports on an HDX card
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MTRX Studio with a MADI 1/O in an HDX 2 System
The following shows MTRX Studio and MADI 1/0 with Loop Sync connections and DigiLink Mini connections with two HDX cards.

Figure 2. HDX 2 system: MTRX Studio connected to both DigiLink Mini ports on HDX card 1, MADI I/O connected to both DigiLink Mini port s on
HDX card 2, Loop Sync connections between MTRX Studio and MADI 1/O
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Connecting Pro Tools | MTRX Studio to Pro Tools | HD Native

You can use up to 64 channels of analog and digital 1/0 with MTRX Studio connected to an HD Native card or HD Native Thunderbolt
using two DigiLink Mini cables (not included).

To connect MTRX Studio to an HD Native card or HD Native Thunderbolt:

1 Connect the first MTRX Studio DigiLink Mini Port to DigiLink Mini Port 1 on the HD Native card or HD Native Thunderbolt using
a DigiLink Mini cable (not included).

2 Connect the second MTRX Studio DigiLink Mini Port to DigiLink Mini Port 2 on the HD Native card or HD Native Thunderbolt us-
ing a second DigiLink Mini cable (not included).

Figure 3. MTRX Studio connected to both DigiLink Mini ports on an HD Native card

Connecting MTRX Studio ThunderBolt 3 Option Module

The optional Pro Tools | MTRX ThunderBolt 3 module (purchased separately) lets you connect Pro Tools | MTRX Studio directly to
your computer over Thunderbolt 3 for up to 64 channels of 1/0 with Pro Tools Ultimate and Studio, and 16 channels of I/O with
Pro Tools Artist. When using the Thunderbolt 3 module, DigiLink and Ethernet connections are not required.

For information about installing and configuring the Pro Tools | MTRX Thunderbolt 3 module, see Installing Thunderbolt 3 Option
Module.

Synchronization

If you are using two or more audio interfaces or a synchronization peripheral, each device must be connected to the same clock source
to maintain proper synchronization among all digital audio devices. MTRX Studio provides Internal clock, and can also clock to Word
Clock, Loop Sync, ADAT, or Dante IP. Use Internal if MTRX is your master clock. Use Loop Sync with Pro Tools HD audio interfaces
if you want to use another peripheral as the master clock (such as HD 1/0 or HD MADI, and SYNC HD).

To orient yourself with MTRX back panel connections, see Pro Tools | MTRX Studio Back Panel Connections.
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Example System Configurations

The following diagram shows an example music studio configuration using an Avid S1 and Pro Tools Dock for controlling DADman
and Pro Tools using EuControl, analog output tuned with SPQ speaker processing for control room monitoring, Dante digital output for
Cue mixes, ADAT input for 16 channels of mic preamp input (using outboard AD converters), and DB25 analog I/O for hardware in-
serts (outboard processing).
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Example music studio configuration
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The following diagram shows an example Dolby Atmos configuration using the Avid Control app for controlling DADman and
Pro Tools using EuControl, DB25 analog output tuned with SPQ speaker processing for 7.1.4 monitoring, and Dante digital output for

Dolby Atmos rendering.

Pro Tools Control App

@ ' HDX Thunderbolt

SPQ Speaker Processi
e @ DIGILINK EUCON© PQ Speaker Processing

AVIO Ox1
Analog to
Dante
DANTE (@) /‘_ "
1) |g /" DANTE
VIO
Dante to Dolby Atmos Renderer « Mac
USB

Example Dolby Atmos configuration
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Pro Tools | MTRX Studio Operation

Pro Tools | MTRX Studio is controlled over Ethernet by DADman software on your computer. The front panel of the unit also pro-
vides indicators and controls for input settings and monitoring functions.

Pro Tools | MTRX Studio Front Panel

3 4 5 8 9 10 11 12 14 15

Pro Tools* | MTRX Studio @

T2

Pro Tools | MTRX Studio front panel

1 Instrument inputs 1 and 2 (mono 1/4-inch unbalanced).

Q These inputs are shared with the Mic inputs on the back panel, select INST inputs to use the front panel INST inputs.

2 Power button.

3 INPUT button — Toggles Mic/Inst inputs 1 and 2 between INST (front panel) or MIC (back panel) when PRE is activated. Press
the Select button (14) to toggle between channels 1 and 2 (the number for the corresponding channel illuminates above the en-
coder (13). If the channels are linked, the INPUT button toggles both channels in tandem.

4 PRE button — When activated, the PRE button lights green and you can change the input settings for Mic/Inst inputs 1 and 2.
Press the Select button (14) to switch between channel 1 and channel 2. Press INPUT (3) to toggle between INST (front panel)
or MIC (back panel). Press the A button (11) to link or unlink channels 1 and 2. Press B to enable or disable &. Press C to switch
48V (phantom power) on or off. Use the encoder (13) and the horizontal meter (12) to adjust input levels.

5 Indicators (from top to bottom) — Displays the Mic/Inst input settings per channel when PRE (4) is activated.

» EXT — Lights green to indicate sync lock to an external clock source, or flashes red to indicate that sync is not locked.
* MIC — Indicates Mic input for the selected channel.

* INST — Indicates Instrument input for the selected channel.

» Link — Indicates that channels 1 and 2 are linked.

* @ — Indicates polarity for the selected channel.

» 48V — Indicates phantom power is enabled for the selected channel.

6 16 segmented LED meters indicating signal level of the selected source (analog, ADAT, or Dante) input or output.

A Note that levels for the Mic/Inst input channels (1/4-inch inputs on the front panel and XLR inputs on the back panel) are not
shown in the 16 segmented LED meters. Likewise, these meters do not show the levels for the monitor outputs (1/4-inch jacks
on the back panel).
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7 OUT button — Press to set the 16 segmented LED meters to display output levels for the selected source.

8 Meter button — Press to cycle between sources for the 16 segmented LED meters: analog, ADAT, and Dante (1-4). The individual
sources for metering are indicated by different colors in the meters and channels numbers. The mapping is shown in table 1 below.

Meter sources

Meter button push Color Viewed Channels Meter Number highlight
Mode 1 Light Blue Analog channels Light Blue

Mode 2 Dark Blue ADAT channels Dark Blue

Mode 3 Orange Dante channels 1-16 Orange, 1 White

Mode 4 Orange Dante channels 17-32 Orange, 2 White

Mode 5 Orange Dante channels 33-48 Orange, 3 White

Mode 6 Orange Dante channels 49-64 Orange, 4 White

9 IN button — Press to set the 16 segmented LED meters to display input levels for the selected source.

10 CR, Monitor/Cue Level meter — Shows the level of the left and right signal of the control room output or the monitor/cue output.
The readout follows the selection made using the Speaker (15), Headphone (16), and Select (14) buttons.

11 A, B, and C buttons — These three buttons illuminate A, B, and C. When PRE (4) is activated, use these buttons to change the set-
tings for the two Mic/Inst inputs. When the PRE button is not activated, the A, B, and C buttons are used to select configured DAD-
man monitor profiles. The function of these can be configured access any available monitor function, such as input source selection,
speaker set selection, folddown, and so on. These buttons are also layered using the Select button (15) along with the Level control
encoder (13), and the level and channel indicators (12).

For information on assigning functions to the A, B, and C buttons in DADman, see MTRX Studio Page.

12 Level and Channel indicators — When PRE (4) is activated, the Level meter shows the input gain levels for the selected Mic/Line
input and the Channel indicators show which channel is selected for editing (1 or 2, or both). Otherwise, these show the output level
for the selected Monitor/Cue source, and which source is selected (defined in DADman).

13 Encoder — When PRE (4) is activated, turning the encoder adjusts the input gain level for the selected Mic/Line input. Otherwise,
turning the encoder adjusts the monitor level for the selected Monitor/Cue source. The encoder can also be assigned to various func-
tions in DADman when turned or pushed. For example, you can assign the encoder to mute and unmute the selected monitor path
when pushed.

For information on assigning functions to the encoder in DADman, see MTRX Studio Page.

14 Select button — Use for selecting channels or layers. Selections are indicated by the channel indicator (12). When the MTRX Studio
is connected to a monitor profile in DADman these 3 keys are controlling DADman and the function is defined in DADman. The de-
fault functionality is that the Speaker button (15) selects the control room (CR) as focus for the level control encoder, and the A, B,
and C buttons (11) and the Headphone button (17) selects the monitors/cues as focus. Using the Select button (14), 4 different lay-
ers can be selected according to the configuration of the monitor profile in DADman.

15 Speaker button — Selects the control room (CR) as focus for the level control encoder (13) and meter (12).
16 Headphone button — selects the monitors/cues as focus for the level control encoder (13) and meter (12).

17 Headphone outputs 1 and 2 (stereo 1/4-inch).

16
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Instrument and Microphone Inputs 1 and 2

You can select the input (microphone or instrument) and configure the input settings for channels 1 and 2 (front panel instrument inputs
or back panel mic inputs) on the front panel of MTRX Studio.

To select the input source for input channels 1 and 2:

1 If necessary, press the PRE button (4) so that it lights green.
2 Press the Select button (14) to toggle between input channels 1 and 2 (unless both channels are linked).

3 Press the INPUT button (3) to toggle between MIC (back panel) and INST (front panel) for the selected channel.

To adjust the input gain for input channels 1 and 2:

1 If necessary, press the PRE button (4) so that it lights green.

2 Press the Select button (14) to toggle between input channels 1 and 2 (unless both channels are linked).
3 Turn the encoder (13) to boost or attenuate the input gain for the selected channel.

To link (or unlink) input channels 1 and 2:

1 If necessary, press the PRE button (4) so that it lights green.

2 Press the A button (11) to link (or unlink) input channels 1 and 2.

To enable invert phase for input channels 1 and 2:

1 If necessary, press the PRE button (4) so that it lights green.
2 Press the Select button (14) to toggle between input channels 1 and 2 (unless both channels are linked).
3 Ensure that the Input channel is set to MIC.

4 Press the B button (11) to phase invert on and off.for the selected channel.

To enable phantom power for input channels 1 and 2:

1 If necessary, press the PRE button (4) so that it lights green.
2 Press the Select button (14) to toggle between input channels 1 and 2 (unless both channels are linked).
3 Ensure that the Input channel is set to MIC.

4 Press the C button (11) to toggle phantom power (48V) on and off.for the selected channel.

Control Room and Headphone Monitoring

MTRX Studio lets you adjust the settings for Control Room and Headphone monitoring from the front panel using the encoder, and sev-
eral of the buttons. The Control Room monitor path has up to four layers of controls using the front panel encoder and buttons, while
the Cue paths (Headphone 1 and 2) have only one layer of controls.

For information on making control assignments for the encoder, footswitch, and buttons A, B, and C, see MTRX Studio Page.
To select the Control Room (CR) for control focus:
1 If necessary, press the PRE button so that it lights white.
2 Press the Speaker button (15) so that CR and the speaker indicator illuminate.

3 The encoder, footswitch, and A, B, and C buttons now apply their assigned functions to the Control Room monitor path (such as level
adjustment).
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To switch between control layers for the Control Room monitor path:

1 If necessary, press the PRE button so that it lights white.
2 Press the Speaker button (15) so that CR and the speaker indicator illuminate.

3 Press the Select button (14) to cycle through control layers 1-4.

To select either Headphone 1 or Headphone 2 for control focus:

1 If necessary, press the PRE button so that it lights white.
2 Press the Headphone button (16) so that the headphone indicator illuminates.
3 Press the Select button (14) to switch between Headphone 1 and Headphone 2.

4 The encoder, footswitch, and A, B, and C buttons now apply their assigned functions to the Headphone cue path (such as level ad-
justment).

18
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Pro Tools | MTRX Studio Back Panel Connections

Pro Tools | MTRX Studio Back Panel
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Pro Tools | MTRX Studio back panel

1

2

3

8

9

IEC power connector.

Reconfig button (see Reconfig Button).

Footswitch — the footswitch can used for controlling the DADman monitor profile or talkback (see MTRX Studio Page).
Word Clock In and Out (BNC).

Loop Sync In and Out (BNC).

Ethernet 1 and 2 (network or Dante) — Two RJ45 Ethernet ports for Control and Dante (which can be set to switched or redun-
dant mode). In redundant mode the control network must be connected to port 1.

Optional ThunderBolt 3 module ports 1 and 2 (if installed).
DigiLink Mini port 1, primary port.

DigiLink Mini port 2, primary or expansion port (configured in DADman software).

10 ADAT In and Out 1.

11 ADAT In and Out 2.

12 Main Monitor Out L and R (balanced 1/4-inch).
13 Line Out 1-8 (DB25).

14 Line Out 9-16 (DB25).

15 Mic Input 1 and 2 (XLR).

Q These inputs are shared with the instrument inputs on the front panel, select MIC inputs to use the back panel MIC inputs.

In addition to front panel and DADman control, the built-in Mic pres can also be controlled from Pro Tools (Mac only).

For more information, see Network Fundamentals.

16 Line In 1-8 (DB25).

17 Line In 9-16 (DB25).
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Digital 1/0 Connections

Ethernet, RJ45 Connector, Gigabit

Pin 1 Bl_DA+
Pin 2 BI_DA-
Pin 3 Bl_DB+
Pin 4 BI_DC+
Pin 5 Bl_DC-
Pin 6 BI_DB-
Pin 7 BI_DD+

Pin 8 BI_DD-

Thunderbolt 3 Connectors

Two USB-C type connectors for connecting Thunderbolt 3/USB-C. The two connectors 1 and 2 have the same functionality one
can be connected to the computer and the other to an additional audio interface for expansion or to a standard USB-C peripheral
device (non-audio functionality).

a——
zDo
o f

0o

THUNDERBOLT
————=mem

A\ Though it is possible, it is not recommended that you connect multiple Thunderbolt devices to the card.

Analog I/0 Connections

Analog I/0 25-pin Female D-sub Connectors

MTRX Studio uses 25-pin D-sub connectors on the back panel for both analog line input (channels 1-8 and 9-16) and analog line
output (channels 1-8 and 9-16).

8-channel Analog In 8-channel Analog Out
13 1

©
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Connections Channels 1-8

Connections for the 25-pin D-sub connector are listed in the table below. The pinning is according to the proprietary standard by

Tascam.
Pin number Function Pin number Function
1 AIN/OUT 8 + 14 AIN/OUT 8 —
2 GND 15 AIN/OUT 7 +
3 AIN/OUT 7 — 16 GND
4 AIN/OUT 6 + 17 AIN/OUT 6 —
5 GND 18 AIN/OUT 5 +
6 DOUT 2/6 + 19 GND
7 AIN/OUT 4 + 20 AIN/OUT 4 —
8 GND 21 AIN/OUT 3 +
9 AIN/OUT 3 - 22 GND
10 AIN/OUT 2 + 23 AIN/OUT 2 —
11 GND 24 AIN/OUT 1 +
12 AIN/OUT 1 — 25 GND
13 N.C.

Pro Tools | MTRX Studio Back Panel Connections
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Reconfig Button

The Reconfig button on the back of MTRX Studio should not be used during normal installation. It is intended only for recovery
in case something goes wrong during programming of IP addresses or a software upgrade (such as an unintended power loss). It
lets you start MTRX Studio in various basic modes so it can be restored without having to be returned to the factory.

The Reconfig button is accessed through a hole in the rear panel using a pen or a similar pointed item (such as a paper clip). A green
LED is visible through the hole. When the Reconfig button is activated, the LED lights to indicate the two Recovery modes for
MTRX Studio: last used IP Address and DHCP.

100-240VAC5060Hz  WCIN LOOPIN /At
Fuse T1AH/250 VAC

=@ @ |
‘\O ©® O |

| WC OUT __ LOOP OUT]

Reconﬁg
Button

Recovery Mode
Use Recovery mode if MTRX Studio is not operative. In Recovery mode only basic boot software is operative in the unit, and new
software can be downloaded using DADman software.

To enter Recovery mode using the last used IP address settings:

1 Power off MTRX Studio.

2 Press the Reconfig button using a pen or a similar (such as a paper clip) and power the unit on. Hold while the unit is powering
up.

The green LED turns on and MTRX Studio enters Recovery mode. The IP address settings of the unit are the last setting used in
the unit.

To switch Recovery mode to use DHCP:
= While the unit is in Recovery mode and the green LED is on, briefly press the Reconfig button again.
The green LED turns off, but the MTRX Studio remains in Recovery mode and the IP address settings of the unit is set to DHCP.

In case there is no DHCP server on the network, the MTRX Studio defaults to IP address 10.0.7.20 / 255.255.0.0 after approxi-
mately 2 minutes.

The selection of either of recovery mode are fixed after selection. MTRX Studio starts with a basic boot software and IP configu-
ration. MTRX Studio will not be operational until a proper firmware has been downloaded using the DADman software and the
unit has been powered off and back on again. By enabling recovery mode with default IP address and network configuration the
unit can always be identified on a network using the default setup.

A Note that the IP address referred to is the IP address of the controller/management interface of the unit. This is not the IP address
of the IP audio interface. This IP address can not be accessed in recovery or restore defaults mode.
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Restore Defaults

In Restore Defaults mode, all settings of the unit are initialized and reset to the factory programmed defaults. However, the IP ad-
dress settings of the unit remain unchanged and do not return to factory default.

To restore the default settings to MTRX Studio:
1 While the unit is powered on and operating normally, push and hold the Reconfig button for 10 seconds.
2 Release the Reconfig button.

When the Reconfig button is released the firmware of the unit restarts with the factory default settings and enters normal operation
automatically.
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Installing and Configuring DADman Software

Installing DADman Software
MTRX Studio is controlled over a network connection by DADman software on your computer. Your computer and MTRX Studio

must be connected on the same subnet.

To install DADman Software:

1 Ifyou have notalready done so, download the DADman Software installer for your operating system (macOS or Windows) from
your Avid Master Account or Avid Link after registering your MTRX Studio.

2 Once the download is complete, launch the installer and follow the on-screen instructions to complete the installation.
3 If desired, create a shortcut for DADman on the Desktop, or in the Dock (Mac) or in the Start menu (Windows).

4 Launch DADman.

5 On first launch, DADman shows the Device list automatically, otherwise choose Settings > Device List.

6 Click Refresh to discover the MTRX Studio on the network. If MTRX Studio is properly connected and operational, the HW
Status reads OK.

[ ] Device List
Serial Port Open Status Unit Type  UnitID Unit Name Serial Number
Bluetooth-Incoming-Port v
BruceBennettsiPad-Wirel
MacBookProBro-Bluetooth
IP Address CQHVDC[ Status HW Status Unit Type UnitiD Unit Name Serial Number License
192.168.1.103 'l Unit ready OK MTRXST 1 Dali MTRXST-100008  Gain/sum
Item Slot Status Type and Version Serial Number FW version
Main Board oK 722100A 191219 7221001947008 cpufw: 0.0.0.42, matrix: 0.0.16.3, nios: 0.1.2.2, recovery: 0.0.0.5
OK 722110A 191220 7221101944010 fpga: 0.0.1.2
Dante IP oK 0060db0104ac fpga: 0.0.9.1, swver: 4.0.10.3, fwver: 3.0.0.7, apiver: 4.0.3

Refresh

Device List dialog

Installing and Configuring DADman Software 24



7 Right-click the MTRX Studio and choose Network Settings.

IP Address Connect Status HW Status

192.165.1.10 guaryprespese Settings OK
Synchronize
Restore Defaults
Restart

Load recovery mode
Upgrade Unit...
Firmware Update...

ltem Slot Status Type and Version
Main Board OK 722100A 191219

OK 7221104 191220
Dante IP OK

Device List, Right-click menu

8 Configure the Network Settings accordingly (see Assigning the IP Address for your Computer and Pro Tools | MTRX Studio).

Main CPU Dante
Select Dante Card Main ﬂ
Dante Name MTRXst-0104ac Switch Mode Switched ]
Configure Using DHCP d " :
Dante Primary Interface Dante Primary Interface
IP Adress Configure Using DHCP a Configure Manually
Subnet Mask
IP Adress IP Adress
Default Gateway
Subnet Mask Subnet Mask
Default Gateway Default Gateway
DNS Address DNS Address

Dante domain and pin lock status

The Dante interface is not enrolled in a domain.

Apply Cancel

Network Settings

Assigning the IP Address for your Computer and Pro Tools | MTRX Studio

When DADman is installed you can finalize the network configuration of the MTRX Studio.
If you have more than one MTRX Studio, connect and configure each MTRX Studio one by one.
You have the option of using fixed IP addresses or IP addresses assigned by DHCP.

Q When using MTRX Studio units in Pro Tools systems with EUCON peripherals (such as S6), use a dedicated Network Interface for
~ EUCON peripherals and connect all other network devices to a separate Network Interface (for MTRX Studio/DADman, Dante au-
dio, local network, internet, and so on). Using separate Network Interfaces is especially important when streaming audio over Dante.

A\ norder for MTRX Studio to function properly, the router must be correctly configured in DADman software.
Fixed IP Address
You must have a preferred range of IP addresses, and a network mask for the computer network and the connected MTRX Studio.

To use a fixed IP address:

1 Configure your computer IP address and network mask using the Mac System Preferences or the Windows Control Panel to 10.0.7.25
| 255.255.255.0.

2 Choose Settings > Device List, then right-click the MTRX Studio and choose Network Settings.
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3 Configure the MTRX Studio with a unique IP address and preferred network mask, for example 10.0.7.21 | 255.255.255.0. In this
window you can also configure the IP audio network settings.

Automatic IP address

You must have a network with a DHCP server to allocate the IP addresses.

To use an automatic IP address:

1 Configure your computer IP address to DHCP using the Mac System Preferences or the Windows Control Panel.
2 Choose Settings > Device List, then right-click the MTRX Studio and choose Network Settings.
3 Configure the MTRX Studio to use DCHP.

DADmMman Matrix Connections

To route audio through MTRX Studio, you need to create or open DADman settings (.dms files). You can download a default stereo
DADman settings file from your Avid Master account: Stereo Default.dms.

To open a DADman settings file:

1 Choose File > Open.
2 Navigate to the DADman Settings file (.dms) you want to open and select it.

3 Click Open.

Making Routing Connections

In order to route audio to and from MTRX Studio inputs and outputs and Pro Tools, make the appropriate connections in the DADman
cross-point matrix. For example, assign AD to DigiLink 1 and DA to DigiLink 1 for analog input and output with Pro Tools.

S

DigiLink 1 {111)

D

ADAT 1

]

ADAT 2

DigiLink 1
111

Dante Main
MTRXst-0104ac

-
3

MTRX Studio AD (DB25 analog input 1-16) mapped to DigiLink Mini port 1

For information about making connections in the DADman cross-point matrix, see ...
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Monitor Profiles

To use the monitoring and cue functionality of MTRX Studio, you need to create or import monitor profiles (.dmprof files). You can
download a default stereo monitor profile configuration from your Avid Master account: Stereo Default.dmprof.

To import a monitor profile:

1 Choose File > Open Profile.

2 Navigate to the profile (.dmprof) you want to open and select it.
3 Click Open.

4 To see how the imported monitor profile is configured, choose Settings > Monitor Profile.

[+ Monitor Profile Configuration
M Fold down Group formats ~ Mom MTRX Studio
Select unit: MTRXST_1, ID: 1, SN: MTRXST-100007 u
Enable monitor
Groups Mode EuCon Role Channel Labe Trim {dB)
Talkback Left DA, ch. 1 (Mon L} L 0.00
vCR Master Centrol Reom Right DA, ch. 2 (Mon R} R 0.00
¥ Sources Switched
DigiLink L/R Sterea
Sys Audio L/R Sterec
Ext1L/R Stereo
Ext2 LR Sterec
Ext3 LR Stereo
¥ Outputs Mo T
Alt 1 Mon L/R Sterec
Alt 2 Mon L/R Sterea
¥ Fold down
ST->M
Meters Pre-fader

»HP1 Cue Menitor A

pHR2 Cue Monitor B

Remove unused groups Import from profile...

Monitor Profile Configuration window: Default Stereo Profile settings, Control Room Output assignments shown

For information about making creating and editing monitor profiles in DADman, see Connections Section.
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DADmMan Software

Use DADman software to configure and control MTRX Studio over Ethernet.

DADman Configuration Files
Use the DADman File and Settings menus to Save and Load MTRX Studio configuration files (.dms).

You can also save and load separate monitor profiles (.dmprof), see Monitor Profile Files.

Saving and Loading Configuration Files

When you have set up DADman as you like, you can save the configuration to a file (.dms) so it can be re-loaded later if necessary.

To save a MTRX Studio Configuration file in DADman. do one of the following:
= Choose File > Save.

= Press Command+S (Mac) or Control+S (Windows).

To save the MTRX Studio Configuration as a new file in DADman:

1 Choose File > Save As, or press Command+Shift+S (Mac) or Control+Shift+S (Windows).
2 Inthe Save As dialog, navigate to where you want to save the file and name the file.

3 Click Save.

To load a MTRX Studio Configuration file in DADman:
1 Choose File > Open, or press Command+O (Mac) or Control+O (Windows).

2 In the Open dialog, navigate to and select the MTRX Studio configuration file (.dms) that you want to load.

3 Click Open.

Clone Settings

DADman lets you clone the settings from one unit to another like unit (for example from a MTRX Studio to another MTRX Stu-
dio).

To clone the settings from one unit to another:

1 Ensure that both units are connected and recognized on the network.

2 Choose File > Clone Settings.

3 In the resulting Clone Settings dialog, do the following:
 Select the target unit.

* Select either Get Settings from a Connected Unit and select the source unit, or Get Settings from a Settings File and open
the settings file.
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N N Clone Settings

Select Target: , ID: 1, SN: MTRXST-100448
Get Settings for the Selected Target

Get Settings from a Connected Unit

® Get Settings from a Settings File Open File...

Select Source: , ID: 1, SN: MTRXST-100448

Clone

Clone Settings dialog

4 Click Clone.

DADman Settings Menu

The DADman Settings menu provides access to the Device List window, the Monitor Profile Configuration window, the MIDI Set-
tings window, and lets you enable (or disable) EUCON. On Windows, it also lets you access the Options window. On Mac, use the
DADman menu to access the Preferences window (which is equivalent to Options on Windows).

Preferences and Options

To set Preferences (Mac) or Options (Windows) for DADman:

1 Choose DADman > Preferences (Mac) or Settings > Options (Windows).

Options E

GUI Layout: Grey -

Settings

Open last setting file at startup

When DADman closes:  Ask before saving file =

Profiles

Open last profile at startup

When DADman closes:  Ask before saving file -

Options dialog (Windows)

2 Configure the MTRX Studio Preferences (Mac) or Options (Windows) as desired:

GUI Layout Select a color scheme for DADman.

Settings Lets you specify what DADman does with the settings file when starting and closing DADman.
Profile Lets you specify what DADman does with the monitor profile when starting and closing DADman.

3 Click OK.
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Device List

The Device List lets you discover and connect to any MTRX Studio (and MTRX) on the network. Right-click on any connected
unit in the list to change its Network Settings, Synchronize, Restore Defaults, or Restart the unit. You can also enter Recover Mode,
Upgrade the unit, or update its firmware.

Monitor Profile

The Monitor Profile Configuration window lets you create and edit monitor profiles for MTRX Studio. For more information, see
Monitor Profiles.

MIDI Settings

The MIDI Settings window lets you select MIDI Input and Output, and MIDI Mode (Pro Tools PRE or Mackie C4). For more in-
formation, see Network Fundamentals.

EUCON
DADman software can be controlled by EUCON-compatible control surfaces such as S1, S6, and the Avid Control app.

To enable EUCON control of DADman:
= Select Settings > EUCON.

DADman Window

The DADman window is separated into five sections: AD, DA, Monitoring (if configured), Connections, and Configuration. Each
subsection can be shown or hidden by clicking on the corresponding button in the leftmost column.

DADman - Untitled.dms - Stereo Default.dmprof

DADman Window, Mon and Con sections collapsed
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Note that the order from left to right in which DADman shows the units are defined by the unit ID number stored in each unit. The
ID number for any unit can be changed by editing the ID field in the corresponding section in the DADman window (just to the right
of the unit ID number). The name of each unit can be edited in the name Window. This name is stored in the unit. Names can also
be assigned for each analog input and output channel. However, these channel names are only stored in MTRX Studio Configura-
tion files, not in the MTRX Studio unit itself.

AD Section

The AD section controls all analog inputs in the MTRX Studio:
* Mic/Inst Inputs 1 and 2.
 Analog Inputs (DB25) 1-8 and 9-16.

n

AD section

Any selected level slider can be adjusted with the mouse, the mouse scroll wheel, or with the Up and Down Arrows on your com-
puter keyboard. Note that using the mouse adjusts the gain by 0.5 dB increments, but the Up and Down Arrow keys adjusts the gain
by 0.1 dB increments.

Command-click (Mac) or Control-click (Windows) any fader to set it to O.

Mic and Inst Channel Strips

Link Phase Invert

Mic/Inst selector

Phantom Power (48V) Mute

Level meter

Level fader

dB display — A& 2

I Mic/inst A Mic/inst B | ——

Channel Label

Mic/Inst channel strips

The Mic and Inst channel strips (front and back panel inputs 1 and 2) provides the following controls:
Mic/Inst Selector Click to toggle between Mic input (back panel) and Instrument input (front panel).
Link Enable to Link controls for both input channels 1 and 2.

Phantom Power (48) Click to enable (or disable) phantom power (48V)—Muic input only.

Phase Invert (Ph) Click to enable (or disable) phase inversion.

Mute (M) Click to mute (or unmute) the channel.
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Level Meter Displays the input signal level.

Fader Move to adjust the input signal level.

dB Display Displays the gain adjustment to the input signal in dB.

Label Click to change the label (name) for the channel.

Line Input Channel Strips

Phase Invert

Max dBu

Level fader

dB display

Line Input Channel Strip

The Line input channel strips provide the following controls:
Phase Invert (Ph) Click to enable (or disable) phase inversion.
Mute (M) Click to mute (or unmute) the channel.

Max Sets the unity gain value for the Level fader.

Level Meter Displays the input signal level.

Mute

Level meter

- Channel Label

Fader Move to adjust the input line signal level by +/-1.5 dB (0 = the selected Max dBu value).

dB Display Displays the gain adjustment to the input signal in dB.

Label Click to change the label (name) for the channel.

DA Section
The DA section controls all analog outputs in the MTRX Studio.

DA section
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Monitor Channel Strip

Mute
Level fader
Level meter
dB display oo
= ——— Channel Label

Monitor channel strip (stereo)

The Monitor channel strip provides the following controls:

Mute (M) Click to mute (or unmute) the channel.

Level Meter Displays the input signal level.

Fader Move to adjust the input signal level.

dB Display Displays the gain adjustment to the input signal in dB.

Label Click to change the label (name) for the channel.

Line Output Channel Strip

6 dB Gain
—————— Mute
Level fader
Level meter
dB display

- Channel Label

Monitor channel strip (stereo)

The Line output channel strips provide the following controls:

6 dB Gain Click to add (or subtract) 6 dB to the Level meter and Gain fader.
Mute (M) Click to mute (or unmute) the channel.

Level Meter Displays the input signal level.

Fader Move to adjust the input signal level.

dB Display Displays the gain adjustment to the input signal in dB.

Label Click to change the label (name) for the channel.
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Headphone Channel Strips

Headphone

Mute

Level meter
Level fader

dB display
- Channel Label

Headphone channel strips (stereo)

The Headphone channel strips provide the following controls:
Mute (M) Click to mute (or unmute) the channel.

Level Meter Displays the input signal level.

Fader Move to adjust the input signal level.

dB Display Displays the gain adjustment to the input signal in dB.

Label Click to change the label (name) for the channel.

Monitoring Section

The Monitor (Mon) section is available when the Enable monitor option is selected in the Monitor Profile Configuration Settings
window (Settings > Monitor Profile). This lets you monitor defined sources and route them to defined outputs (configured in the
Monitor Profile Configuration Settings window). The Mon section also provides controls for Talkback parameters and signal delay
amounts. EQ and Filter options are also available for each output channel. Note that this section is blank if no Monitor Profile is
defined.

For information on creating and editing Monitor Profiles, see Monitor Profiles.

. Sum 03z SPaon 018
| Mon | (1] MTRXST_1 e Sum inp: 0258 SPQ ea: 01256

Main M

Alt 1 Man IR

Alt 2 Maon IR

Mon section: default stereo monitor profile shown
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Monitor Header Display

Monitor Profile label ~ Summing Info  SPQ Info

—‘_—

Sum fie: (V32 SPQ ch: ME

( won | [ WMTRXSTIT] Locked ity il in
ik

Mon section: default stereo monitor profile shown

Monitor Profile Label Click to type a new label for the monitor profile.
Summing Info Displays the summed Sources Sum fx (n/n) and input channels Sum inp (n/n).

SPQ Info Displays the number of SPQ channels (SPQ ch) used out of the total number available, and the number of SPQ EQs
(SPQ eq) used out of the total number available.

Talkback Controls

If you have configured a Talkback channel in the Monitor Profile Configuration window (see Talkback), use the Talkback controls
to toggle Talkback on and off, and adjust the Talkback level.

Talkback level
Talkback level in dB

Dim level
Dim level in dB

|7 Enable/Disable Talkback

Mon section: Talkback controls

Talkback Level Lets you adjust the level for Talkback.

Talkback Level Indicator (dB) Displays the Talkback level setting in dB.
Dim Level Lets you adjust the level for Talkback when it is dimmed.
Dim Level Indicator (dB) Displays the Dim level setting in dB.

Enable/Disable Talkback Click to enable or disable Talkback. This can be controlled by the footswitch or from the front panel if
configured in the MTRX Studio page in the Monitor Profile Configuration window (see MTRX Studio Page).
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Monitor Controls

MTRX Studio lets you have up to three defined monitor paths: one for the Control room plus 4 Cues (A. B, C, D).

Delay enable
Delay time | Cut
Delay time display Dim
Monitor label
i ——— Reference set
&=—— Eq expand/collapse
Sources Channel enable

Fold Down a————— Output Level meter
Exp/Col —'
Switch/Summed ———

Monitor controls

[ 00 o Levelin dB
[EEE————  — Output label

i | Output Level fader
Outputs 4| H

Monitor Label

You can click the Monitor label to type a new name.

Sources

Under Sources, all available monitoring sources are listed (as configured in the Monitor Profile Configuration window). Click to
select the desired input source. When Switch is enabled, click to select the desired source for monitoring. When Sum is enabled,
all selected sources are summed for monitoring.

Switch/Sum Click to toggle between switching between available sources or summing all selected sources. When Sum is enabled,
an additional All button appears that lets you select (or deselect) all sources. When Sum is enabled and All is disabled, you can se-
lected any combination of sources.

Ext1LIR
ExtZLIR

ExtaLIR

All sources selected and summed for monitoring
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Sources Exp/Col Click to expand or collapse channel view for all available sources. You can adjust the level for each source in-
dependently. Unselected sources are muted.

DigiLink LIR

Defined sources expanded

Delay

The channel delay knob controls the delay of the selected channel. This delay can be set between 0-600 ms.

Outputs

Under Outputs, all available monitoring outputs are listed (as configured in the Monitor Profile Configuration window). Click to
select the desired output.

Fold Down

Under Fold Down, all available fold down matrix options are listed (as configured in the Monitor Profile Configuration window).
Click to select the desired fold down matrix.

Monitor Channel Strip

[ 00 |
Monitor channel strip stereo (left); Monitor channel strip 5.1 (right)

Dim Click to enable or disable dimming of the monitor output signal.

Ref Click to reset the output level fader to reference level.

Cut Click to enable or disable cut on the monitor output signal, which effectively mutes the signal.
EQ Click to show or hide the expanded EQ view for the defined monitor path (see EQ).

Channel Select Click to engage or disengage any given channel of the monitor signal path. For example, a stereo monitor path has
left (L) and right (R) channels, while a 5.1 monitor path has left (L), center (C), right (R), left surround (Ls), right surround (Rs),
and low frequency (Lfe) channels. Disengaged channels are effectively muted.

Output Level Fader Move to adjust the monitor signal level.
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Output Level Meter Displays the monitor signal level.
Level Display Displays the gain adjustment to the monitor signal in dB.

Output Label Click to change the label (name) for the channel.

Connections Section

The Connections section shows the DADman matrix for each unit in on the network. The left side of the panel for each unit and
horizontal lines are inputs for the unit. The top side and vertical lines are the outputs.

[w)

=R ! B8 DigiLink 1 (111)

Inputs

AD

ADAT 1

ADAT 2

DigiLink 1
11

DigiLink 2
Dante Main
MTRXst-0104ac

Connections section: AD inputs mapped to DigiLink 1 outputs

To connect inputs and outputs, do any of the following:

= Click in the junction of the mono input and output channels that you what to connect. It highlights blue.
= Shift-click to connect two consecutive channels.

= Command-click (Mac) or Control-click (Windows) to select noncontiguous channels.

To disconnect an input and output:

= Click any crosspoint connection (blue) to disconnect it.

The Connections section includes of an overview matrix to the left and a detailed matrix, to the right, which appears when you se-
lect a cross point between two interfaces in the overview matrix.

Colors indicate connection status as follows:
Blue In the top row of the output signal names, a blue square is visible if the output is already connected.
Light Blue The square is light blue if the output is connected to an input not shown in the detailed matrix.

Dark Blue The square is dark blue if the output is connected to an input shown in the detailed matrix.

It is always possible to override this connection by just connecting to another input.
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In the left side of the detailed matrix, there is a status indicator next to each channel:

Green On a digital input, green indicates that there is a valid input and carrier. It does not indicate whether there is an audio signal
present on the channel.

Yellow Indicates lost synchronization or mismatched sample rates.

Red Indicates an error with the interface, such as no input signal.

Along the top of the detailed matrix, there is also a status indicator for each channel:
Dark Blue Indicates an active connection.

Light Blue Indicates that the patched inputs are not visible on the current page. For example, if you are looking at Dante outputs and
have AD 1-8 patched to Dante outputs but your input selection in the patch grid is ADAT, you will see light blue circles over
1-8 indicating that you need to look at a different (input) page to see the actual patch.

X Indicates the channel is used as a monitor path.

DA
Monitor

-

DigiLink

DigiLink R

&)
w

Cus AL

Cue AR

I.
a

CusBL

[cuesr [

Connections section, Xs indicate assigned monitor paths

Configuration Section

The Configuration section is divided into subsections: Synchronization, Dante, and DigiLink.

[cont ] ([ Dai] tocked ]

Sync source Internal Sample rate 44.1 kHz
Sync out Werd clock Adapt to DigiLink 1
Sync term High Z

Digi dly {smpls) 7

Configuration section, Synchronization pane shown
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Synchronization

The Synchronization pane in the General sections lets you set the following MTRX Studio parameters: Sync source, Sync out,

Sync term (synchronization termination), Digi dly (in samples), Sample rate, and Adapt to. The following table shows which set-

tings are available. Please note that DADman will only show the settings that are relevant in the given configuration.

Parameter Options Description
Source Internal This determines the clock source of the MTRX Studio.
Word clock
Loop Sync
ADAT 1
ADAT 2
Dante IP
Sampling 44.1 kHz, 48 kHz This determines the sample rate of the MTRX Studio if the Adapt
88.2 kHz, 96 kHz to setting is set to Internal. If the Adapt to setting is set to any of
176.4 kHz, 192 kHz the digital inputs, only the actual sample rate will be shown.
Adapt to Internal The sample rate of the MTRX Studio can either be set manually
ADAT 1 by selecting Internal, or it can follow any of the digital inputs. For
ADAT 2 example, if it is set to DigiLink 1, the sample rate will automati-
Dante IP cally follow the current Pro Tools sample rate.
DigiLink 1
DigiLink 2
Thunderbolt 3 (if installed)
Out Word clock This parameter sets whether the Word Clock output should only
Word clock, base follow the base sample rate (44.1 kHz / 48 kHz) or follow the
actual sample rate (44.1 kHz / 48 kHz / 88.2 kHz / 96 kHz /
176.4 kHz / 192 kHz).
Sync term High z This parameter sets whether the Word Clock input is terminated
75 ohm internally in the MTRX Studio with 75 ohm, or left unterminated.
It is strongly recommended that the Word Clock input is termi-
nated in 75 ohm for optimum performance.
Digi Dly (sampls) 7-31 System delay in samples.
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Dante

(] Da] tocked |

Sample rate
Latency (us) [
Preferred master 1

Dante pane

The Dante pane lets you set the following MTRX Studio parameters: Sample Rate, Dante card is a slave to the clock of the Dante
network. Latency (us), and Preferred Master. The following table shows which settings are available. Please note that DADman
will only show the settings that are relevant in the given configuration.

Parameter Options Description
Sample Rate Follow Dante is set to the sample rate of the MTRX Studio
Free Dante is not set to any sample rate by MTRX Studio, so this has to be

done in the Dante Controller.

Latency (us) (in samples) The Dante network latency, which can be set from 250 to 21333
microseconds (21,333 milliseconds)

Preferred Master Yes Dante is set to be the preferred master of the Dante clock.
The Dante network will be synchronized to the MTRX Studio.

No MTRX Studio is a slave to the clock of the Dante network.

DigiLink

MTRX Studio can be configured as either two Primary audio interfaces (Pri/Pri) with both DigiLink Mini ports connected to an
HDX or HD Native card, or as a Primary audio interface and an Expansion audio interface (Pri/Exp) with the primary DigiLink
Mini port connected to an HDX or HD Native card and the second DigiLink Mini port connected to another audio interface (such
as an HD 1/O).

To set the DigiLink mode:

= Click the DigiLink button and select either Pri/Exp or Pri/Pri from the DigiLink mode selector.

(1 ] MTRXST_1

PrilPri 1

PrifPri _

Selecting DigiLink mode
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Monitor Profiles

A monitor profile is a control room or cue system using the available analog and digital 1/0 of MTRX Studio. You can add sources,
outputs, fold downs, and meters to define a monitor within DADman. A single monitor can contain multiple sources (inputs) and
output sets, including stereo, surround, and expanded Atmos configurations using analog or digital /0. You can efficiently switch
between near-field stereo, 5.1 or 7.1 surround, as well as Atmos speaker configurations from the front panel of MTRX Studio or
using a EUCON-compatible control surface (such as S1, S6, or the Avid Control app).

Monitor Profile Files

To use the monitoring and cue functionality of MTRX Studio, you need to create or import a Monitor Profile (.dmprof files).
To get started, you can download a default stereo monitor profile configuration from your Avid Master account:
Stereo Default.dmprof (5.1, 7.1, and 7.1.2 profiles are also available).

Monitor Profile Configuration Window

The Monitor Profile Configuration window lets you create and edit monitor profiles for MTRX Studio. It is organized into multiple
pages: Groups, Fold down, Group formats, Mom, and MTRX Studio. Click the corresponding tab to view each page.

To open the Monitor Profile Configuration window:

= Choose Settings > Monitor Profile.

Menitor Profile Configuration *
Groups  Fold down  Group formats Mom  MTRX Studio

Select unit: | Dali, ID: 1, SN: MTRXST-100008 ~

Groups Maode EuCon Role Channel Label Trim (dB)
- Talkback

Remove unused groups Import from profile...

Monitor Profile Configuration window

To enable monitor profiles:

1 Choose Settings > Monitor Profile.
2 Select the unit you want to use for monitoring.

3 Select Enable monitor.
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Opening, Saving, and Closing Monitor Profile Settings

Monitor Profiles can be saved and opened from the file menu. Monitor Profile files (.dmprof) store all monitor settings, EQ, and
format configurations that are loaded and active in DADman. When a profile is loaded all Monitor settings are restored. You can
set the Preferences (Mac) or Options (Windows) to automatically load the last saved monitor profile when DADman opens.

A Note that a monitor profile assumes that the 1/0 resources loaded are available in the actual unit. If this is not the case, the I/O
configurations are left blank and you will need to manually remap sources and outputs.

To open a monitor profile:
1 Choose File > Open Profile.
2 Navigate to the profile (.dmprof) you want to open and select it.

3 Click Open.

When opening a monitor profile created on a different unit, you may encounter a “File Load Error.” This error occurs because the
monitor profile tries to match the serial number of the unit on which it was created. You can load the monitor profile and safely dis-
miss this error by clicking Retry once and then Cancel.

File Load Error
DADman cannot find this unit:
Serial Number: MTRXST-100007

Please check that the unit is connected and turned on

Cancel

File Load Error dialog

To avoid this error in the future, Save the monitor profile under a new name and it will use the your device’s serial number.

1 Choose Settings > Monitor Profile.

2 If necessary, click the Groups tab.

3 Select the unit you will use for monitoring.

4 Select Enable monitor.

5 Choose File > Save Profile As.

6 Replace the existing file or save your changes as a new monitor profile.
7 Click Save.

To save a monitor profile:

1 Choose File > Save Profile.

If you are saving edits to an existing profile, your changes are saved to that file and you can ignore the following steps. If you saving
a newly created profile, continue with the following steps.

2 In the resulting Save As dialog, type a name for the monitor profile.
3 Navigate to where you want to save the profile (.dmprof).

4 Click Save.

To save a monitor profile as a new file:

1 Choose File > Save Profile As.
2 Inthe resulting Save As dialog, type a name for the monitor profile.
3 Navigate to where you want to save the profile (.dmprof).

4 Click Save.
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To close the current monitor profile:

= Choose File > Close Profile.

DADman saves the profile and closes it.
Importing Groups and Group Formats from a Monitor Profile
You can import Groups and Group formats from any monitor profile file (.dmprof) into the current monitor profile in DADman.

To import groups and group formats from a monitor profile:
1 Choose Settings > Monitor Profile.

2 In the Monitor Profile Configuration window, click the Input from profile button.

Enable monitor

Groups Mode EuCon Role Channel
Talkback Left PHD 1, ch.1
» Monitor Cue None Center PHD 1, ch. 2
¥ Surround Monitor Master None Right PHD 1,¢ch. 3
¥ Sources Switched Left side PHD 1, ch. 4
Surround Mon 51 Right side PHD 1, ¢ch.5

¥ Outputs No TB Low frea. effect PHD 1, ch. B

Surround Mon 51

Fold down
Meters Pre-fader

Remove unused groups Import from profile... k

Monitor Profile Configuration window

3 In the resulting Import Profile Settings window, click Open profile.

4 Navigate to the monitor profile you want, select it, and click Open.

All of the Groups and Group formats from the selected monitor profile are listed in the Import Profile Settings window.

5 Inthe left pane of the window, select any Groups that you want to import into the current monitor profile. In the right pane, select

any Group formats that you want to import.

Select the groups and/or group formats to import into the current profile

Select Group name Group type Group (in) format Group out format Select Group format
Surround Mon Source set Stereo
o Control Room Qutput set Stereo -
Surround Mon Output set 5.1
5.1>5t Fold down 5.1 Stereo
Open profile... Import selected Cancel

Import Profile Settings window
6 Click Import selected.

The selected Groups and Group formats are loaded into the current monitor profile.
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Groups Page

The Groups page of the Monitor Profile Configuration window lets you create and edit monitor and cue configurations for
MTRX Studio. The Groups page consists of a left pane where you can add monitor and cue groups, and a right pane where you can
make input and output assignments.

Groups Lists Talkback, Monitors and Cues, and their various attributes such as Outputs and Sources.

Mode Shows selected features of elements in the Groups column, such as the Monitor mode (Cue or Master) and channel widths
for Outputs and Sources.

EUCON shows monitor control assignments for EUCON-compatible control surfaces (such as S1, S6, and Avid Control app).

The right pane is organized in four columns: Role, Channel, Label, and Trim. These are all attributes of whatever is selected in
Groups column in the left pane, such as Outputs and Sources.

Role Displays the speaker assignments for each channel in the Monitor group, such as Left, Right, Center, or Lfe.

Channel Displays the input or output assignments for Monitor groups. Right-click to select routing assignments for each channel
to any of the available analog or digital 1/0, such as AD, DA, DigiLink, or Dante.

Label Click to type a label for the channel.

Trim Click to type a negative value to attenuate or a positive value to boost (in dB) the signal level for each channel.

[ Monitor Profile Configuration
m Fold down Group formats ~ Mom MTRX Studio
Select unit: Dali, ID: 1, SN: MTRXST-100008 | <]

Enable monitor

Groups Mode EuCan Rale Channel Label Trim (dB)
Talkback Left DA, ch. 1 0.00
¥ Monitor Master Manitar A Right DA, ch. 2 0.00
¥ Outputs No TB
¥ Sources Summed
DigiLink 1-2 Stereo
Fold dowin
Meters Pre-fader
Remove unused groups Impert from profile...

Monitor Profile Configuration window, Groups page

Enable monitor

Groups Mode EuCon
Talkback
¥ Monitor Master Control Room
w Cutputs TB, Cut
Main Mon Stereo
¥ Sources Switched
DigiLink 1/2 Stereo
¥ Fold down
St=M
¥ Meters Pre-fader
Main Meters Stereo

Monitor group with assignments: stereo output, stereo source, stereo to mono fold down, and stereo meters
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Talkback

Talkback is the first item in the Groups column and is always present. The source for Talkback can be any available mono input.

To assign an input for Talkback:

1 Click to highlight Talkback at the top of the Groups page of the Monitor Profile Configuration window.

2 In the Channel column in the right pane, right-click <add channel> and select the input source for the Talkback mic.

Enable monitor

Groups Mode EuCon Role Channel Label Trim (dB)
Talkback <ad
»CR Master Control Room I AD g Bl chal 'Mc}]nst ! 3
»HP 1 Cue Monitor A GRLY 5 bl 2o
pHP2 Cue Monitor B AD%\T 2 5 el
DigiLink 1 > AD, ch. 4
DigiLink 2 > AD, ch. 5
Dante Main > AD, ch. 6
AD, ch.7
AD, ch. 8
AD,ch.9-'7

Assigning Talkback input

3 If desired, click to edit the Label and Trim for the Talkback input.

Monitor

You can manually add or import monitor groups. Every monitor group includes the following attributes: Sources, Outputs, Fold
down, and Meters. Each monitor group that you add can be designated as a Cue or Master monitor. Each monitor group can also
be assigned to EUCON monitor control.

To create a new monitor group:

1 Right-click in the left pane and choose Add monitor.

Enable monitor

Groups Mode EuCon
Talkback

Right-click to Add monitor

2 Right-click Monitor and choose Rename (or double-click the name in the Groups column), and type a descriptive name (such as
“CR” or “Control Room,” or “HP 1” or “Headphone 1”—use shorter names for displays on EUCON-compatible control sur-
faces).

3 Right-click on Monitor to set the Monitor mode to either Cue or Master.
4 If desired, right click on Monitor again to set the EUCON mode to Control Room, or one of Monitor A-D.

5 Click the reveal triangle to the left of the new Monitor group to show its attributes.

Enable monitor

Groups Mode EuCon
Talkback
¥ Monitor Master Control Room
Outputs No TB
Sources Switched
Fold down
Meters Pre-fader

Monitor group with no assignments

Now you can proceed to add and assign Outputs and Sources. You can also add Fold downs and outputs for external Meters if
desired.

Monitor Profiles 46



To remove a Monitor group:

= Right-click the monitor group and choose Remove monitor.

Monitor Output Sets
You can add multiple output sets of any format (channel width) to a Monitor group. If there are multiple Outputs, the selected Out-
put in the Monitor section of DADman is used for monitoring.

To add output sets to a Monitor group:

1 If necessary, click the reveal button to list the attributes of the Monitor group.

2 Right-click on Outputs under Monitor and choose Add new set. Once you have created a new output set, it can be added to ad-
ditional Monitor groups from Add existing set in the Right-click menu.

Enable monitor

Groups Mode EuCon
Talkback
¥ Monitor Cue None
Output N '
v Sources  Add existing set =
PTH
Folddoy Set talk back mode >
Meters Pre-fader

Add new output set
3 Right-click New output set and choose Rename (or double-click the name in the Groups column), and type a descriptive name.

4 Right-click the output set and select the desired channel width from Set group format. Choose from the available preset formats
(such as Stereo or 5.1). You can also create custom formats (see Group Formats) to choose from.

Enable monitor

Groups Mode EuCon Role
Talkback
¥ Monitor Master Control Room
¥ Outputs TB, Cut
| Main Mon Stereo e
p Sources Switched Remove set
Fold down
Meters JEREtd  Set group format > Mono
g | v Stereo K
21
LCR
LCRS
5.1
5.1.2
5.1.4
71

Set group format
5 Select the output set. The right pane lists all channels in the output set.

6 Inthe right pane, right-click each channel of the selected output and select the desired output assignment from the available out-
puts (such as DA > DA, ch. 1).

7 If desired, click in the Label column of each row and type a descriptive label.

8 To adjust the trim on any channel, click in the Trim column for any channel and type a negative value to attenuate or a positive
value (in dB) to boost the output signal for that channel.

Once you have made all assignments for the output set, you can repeat these steps to add additional output sets to the monitor group.
You can select the desired output set for monitoring in the Monitor section of the DADman window. You can also assign output
set selection to the front panel buttons in the MTRX Studio page (see MTRX Studio Page).
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To remove an output set:

= Right-click the output set and choose Remove set.

Talkback Mode for Output Sets

If you have assigned an input source for Talkback (see Talkback), you can set the Talkback mode for any Monitor group Output

(applies to all Outputs sets for the selected Monitor group).

To set the Talkback mode for a Monitor group Output:

= Right-click Outputs and select one of the following from Set Talkback mode:

Enable monitor

Groups Mode EuCon Role Channel
Talkback
w Monitor Master Control Room
m Add new set
p Sources Switched Add ex'lsting set »
Fold down
Meters Pre-fader No TB
™ Mo TB, Dim
No TB, Cut
TE, No att
TB, Dim

Setting Talkback mode

No TB No Talkback for this Monitor group.

No TB, Dim Talkback is not injected, but on Talkback press the program is dimmed.
No TB, Cut Talkback is not injected, but on Talkback press the program is cut.

TB, No att Talkback is injected on Talkback press with no attenuation.

TB, Dim Talkback is injected on press and program is dimmed.

TB, Cut Talkback is injected on press and program is cut.

Monitor Sources

You can add multiple Sources of any format (channel width) to a Monitor group. If there are multiple Sources, and the source
selection mode is set to Switched, the selected Source in the Monitor section of DADman is used. In Summed mode, all defined
sources (or all selected sources) are summed for monitoring.

To add Sources to a Monitor group:

1 If necessary, click the disclosure triangle (Mac) or + button (Windows) to list the attributes of the Monitor group.

2 Right-click on Sources under Monitor and choose Add new set. Once you have created a Sources set, it can be added to ad-

ditional Sources from Add existing set.

3 Right-click the New input set and choose Rename. Type a descriptive name.

4 Right-click the input set and select the desired channel width from Set group format. Select from the available preset formats

(such as Stereo or 5.1). You can also create custom formats (see Group Formats).

5 Select the input set. The right pane lists all channels in the input set.
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6 Inthe right pane, right-click each channel of the selected input set and select the desired inpuy assignment from the available in-
puts (such as DigiLink 1 > DigiLink 1, ch. 2).

Enable monitor

Groups Mode EuCon Role Channel Label Trim (dB)
Talkback Left DigiLink 1, ch. 1 0.00
CR Master Control Room IRi ht < 0.00

' ¥ Sources Switched - ity .

il >
Sys Audio L/R Stereo AA « E s
Ext1L/R Stereo an1 > Dgank 1,ch.1
Ext 2 L/R Stereo DigiLink 2. > an 1,ch.2
Ext 3 L/R Stereo Dante Main > Dl_g!L!nk 1,ch.3
» Outputs No TB Dl_g!L!nk 1,ch. 4
» Fold down Dlg!L!nk 1,¢ch. 5
Meters Pre-fader Dig!L!nk 1,ch.6
pHP1 Cue Manitor A ng!L!nK 1,¢ch.7

pHP 2 Cue Monitor B ng!L!nK 1. ch.8

DigiLink 1, ch. 8
DigiLink 1, ch. 10

Assigning Right channel for selected source
7 If desired, click in the Label column of each row and type a descriptive label.

8 To adjust the trim on any channel, click in the Trim column for any channel and type a negative value to attenuate or a positive
value (in dB) to boost the input signal for that channel.

Once you have made all assignments for the input set, you can repeat these steps to add additional input sets. You can select the
desired input set for monitoring in the Monitor section of the DADman window. You can also assign input set selection to the front
panel buttons in the MTRX Studio page (see MTRX Studio Page).

To remove an input set:

= Right-click the input set and choose Remove set.

Fold Downs

You can add any Fold downs that are defined in the Fold Down page (see Fold Down Page) for use with the monitor group. If you
have added multiple Fold downs to a Monitor group, you can select (or deselect) any one of them in the Monitor section of the
DADman window. When selected, that Fold down is used for the Monitor group. For example, if you are monitoring a 5.1 source
over headphones, use a 5.1 to Stereo fold down. If no Fold down is selected, no Fold down is applied.

To add Fold down to a monitor group:

1 Click the Fold down tab and setup any fold down matrices that you want to be available for use (see Fold Down Page).

2 Inthe Groups page, right-click Fold down under the monitor group select the desired configured fold down from Add fold down.

Enable monitor

Groups Mode EuCon
Talkback
¥ Monitor Cue Control Room
¥ Outputs No TB
5.1 Cut 5.1
Main Maon L/R Stereo
¥ Sources Switched
5.1 Source 5.1

Fold dovin Add folddown_»>__5:1>St

Meters ——

Adding 5.1 to stereo fold down for monitoring

Repeat these steps to add additional fold downs.

To remove a fold down from a monitor group:

= Right-click the fold down and choose Remove fold down.
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External Metering

You can assign one or more output sets for an external metering system (such as one from TC Electronics or DK Technologies).
Assign any metering output sets to parallel assigned monitoring output sets.

To add a parallel output to an external metering system:

1 Right-click on Meters and choose Add new set or Add existing set.

2 Enable monitor

Groups Mode EuCon
Talkback
¥ Monitor Cue MNone
» Sources Switched
w Outputs No TB
PMCs Stereo
¥ Fold down
Stereo>Mono
| Meters .\ "Add new 'T’S,,,}f J,

Add existing set >

Set meter mode >

2 To specify Pre- or Post-Fader operation, right-click on Meters, choose Set meter mode, then select the desired mode. Typically
you want to use pre-fader for recording workflows and post-fader for mixing workflows.

3 Right-click New output set and choose Rename (or double-click the name in the Groups column), and type a descriptive name.

4 Right-click the output set and select the desired channel width from Set group format. Choose from the available preset formats
(such as Stereo or 5.1). You can also create custom formats (see Group Formats) to choose from.

5 Select the output set. The right pane lists all channels in the output set.

6 Inthe right pane, right-click each channel of the selected output and select the desired output assignment from the available out-
puts (such as DA > DA, ch. 1).

7 If desired, click in the Label column of each row and type a descriptive label.

8 To adjust the trim on any channel, click in the Trim column for any channel and type a negative value to attenuate or a positive
value (in dB) to boost the output signal for that channel.

Once you have made all assignments for the output set, you can repeat these steps to add additional output sets to the monitor group
for external metering.

To remove an output set from Metering:

= Right-click the output set under Metering and choose Remove set.

Remove Unused Groups button

Click the Remove Unused Groups button to remove any defined (existing), but unassigned input or output sets in the monitor pro-
file.
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Fold Down Page

The Fold down page lets you select preset Fold down matrices to add to monitor groups (see Fold Downs). You can also create
custom fold down matrices. For any selected fold down matrix, you can attenuate or boost inputs to ensure the optimal dynamic bal-
ance in the fold down output.

To add a preset fold down matrix:
1 In the Monitor Profile Configuration window, click the Fold down tab.

2 In the Fold down column on the left side of the Fold down page, right-click and select the desired fold down matrix from Add
preset matrix.

Fold down Output:
LCR=>St

LCRS>St
LCRS=LCR

Add new matrix
~ Add preset matrix

5.1>LCR
5.1>LCRS
7.1>5t
71>LCR
71>LCRS
71=51
9.1>5t
9.1>LCR
9.1>LCRS
9.1>5.1
8.1>71

Adding 5.1 to stereo fold down
Repeat this step to add more fold down options for monitoring.

To rename a fold down matrix:

1 Inthe Fold down column on the left side of the Fold down page, right-click the fold down matrix you want to rename and choose
Rename, or double-click it.

2 Type a new name and press Return (Mac) or Enter (Windows).

To remove a fold down matrix:

= Inthe Fold down column on the left side of the Fold down page, right-click the fold down matrix you want to remove and choose
Remove matrix.

To add a custom fold down:

1 In the Monitor Profile Configuration window, click the Fold down tab.

2 In the Fold down column on the left side of the Fold down page, right-click and choose Add new matrix.

3 Right-click New fold down and choose Rename, or double-click it and type a descriptive name (like St>M for stereo to mono).
4 Click to select the new fold down.

5 Select the input channel format from the Input selector (such as Stereo).

6 Select the output channel format from the Output selector (such as Mono).

7 In the resulting matrix (L/R to C), type any desired gain adjustment for the input channels (such as —3.00 dB for L and R).
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Fold down Output:

ST-=M ot mono |J
Stereo o c
L -3.00
R -3.00/

Attenuating input gain of L and R source channels

Fold-down and Speaker Match

DADman lets you define a summing matrix (fold-down), mainly to play back a higher channel count signal as source on a speaker
set with fewer channels, such as 5.1 to stereo or stereo to mono. You can match between any of the formats. Also, speaker up-match
lets you play back lower channel immersive formats on more speakers in a higher channel count speaker set-up.

The following figure shows the fold-down and speaker match configuration window. The two pairs of button scroll right/left and
up/down in the fold-down matrix respectively.

Fold down Fold down matrix

5135t
91571 Output:

imos [ <D -—
Input: L LC C RC R Ls1 Rs1 Ls2 Rs2 Ls3 Rs3 Ls4 Rsd L1

Atmos o L

Group Formats

The available Custom group formats are referred to by name, such as “51 ch. Immersive.” Formats are available in the Custom for-
mat list when loaded. There is no allocation of 1/O signal or SPQ parameters attached to the group format setting.

Group Type This list has 3 categories: Source set, Output set, and Fold-down.
Source Set This defines a group format related to sources. It includes allocated physical inputs as well as gain adjust settings.

Output Set This defines a group format related to speaker outputs. It includes the allocated physical outputs as well as gain adjust
settings and SPQ filter parameters. This provides an easy way to manage different EQ settings for the speaker system.

Fold-down This defines fold-down and speaker match summing matrices. When loaded, the fold-down is available in the
fold-down list.
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Configuring Custom Speaker and Source Formats

DADman lets you setup the Monitor Profile Configuration with custom speaker and source formats. Group formats are used for de-
fining the channel formats for sources and outputs. This lets you connect and match the input sources to the outputs (each of which
can be any of the defined formats), so left goes to left, right to right, and so on. This has a well-defined coherence in the existing

default Preset formats. In the Custom formats editor, group formats using the well-defined role tags can be created, thus making al-
most any speaker mapping possible. A speaker output can also reuse speakers from other speaker outputs with in the control room
environment. When selecting Preset formats, predefined Group formats can be viewed.

Group formats Channel Role
¥ Preset formats Left

Moneo Center

7
2
Stereo 3 Right Move up
21 4 Left side
LCR 5 Right side Move down
LCRS ] Low freq. effect
5.1.2
6.1.4
71
712
714
716
9.1
91.2
9.1.4
916

Custom formats

When selecting Custom formats, Custom Group formats can be created and edited, as shown in the picture below. If Create new
format is selected, an editor window will open (not shown) for fast configuration of larger immersive speaker formats (such as for
Dolby Atmos mixing stages).

Group formats Channe! Role
p Preset formats
Custom forma =
_Create new format...
(s = Move up

Move down

Select channels to include in the group format
Left Left center Center Right center Right

Mumber of side surround pairs 4
Mumber of top surround pairs 3
Mumber of rear surround pairs 2
Number of subwoofers 2
Total number of channels 25

Group format name

Cancel Create
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The Custom Group formats can also be created or edited by selecting parameters directly in the column view as shown in the fol-
lowing picture.

Group formats Channel Role

p Preset formats 1 Left

w Custom formats 2 Left Center

3 Move

4 Right Center
5 Right Move down
IE Left None
7 Righ'
8 Left
9 Right
10 Left
1 Righ
” e Lowfreq. effect B
3 B Mono surround
" Left | eft side >
'8 Rah  Right side >
e = | eft rear >
7 Righ  pight rear >
18 teft] | et = >
1 Righ  Right top >
20 Left bum —
21 Right rear 1
22 Left rear 2
23 Right rear 2
24 Low freq. effect 1

A Formats with cross-over filters for active speakers, such as left and right in an immersive set-up, can also be created when work-
ing creatively with the group configurations. Note that the system does not provide protection if incompatible speaker configu-
ration profiles are loaded sourcing (such as tweeter speakers), which can be easily destroyed if correct filtering is not applied
to the signals.

Mom Page

The Mom page lets you assign a MOM unit (monitor operating module) for controlling monitoring, if you have one on the network
and make control assignments for the selected MOM.

[ ] Monitor Profile Configuration

Groups  Fold down  Group formats viorr

Mame I8} Serial number Switch Manitor Group Element Function
v- - <unattached> 1 CR Cutputs Main Men L/R Element Active
Layer 1 (Active) 2 CR Outputs Alt 1 Mon L/R Element Active
Layer 2 (Inactive) 3 - -
Layer 3 (Inactive) A CR Sources DigiLink L/R Element Active
B
C

Layer 4 {Inactive) CR Sources New input set Element Active

Ref CR - - Reference Lock
DOim CR - - Dim Speakers
Talk < common = - - TBack Active
Cut CR - - Mute Speakers
External < commaon = - - TBack Active
Lewvel CR - - Speaker Level

Mom page, MOM unassigned, Layer 1 default assignments
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MTRX Studio Page

The MTRX Studio page lets you assign the footswitch, front panel buttons A, B, and C, and the main encoder (dial) on the front
panel of MTRX Studio to control talkback, monitor settings, outputs, and sources.

MTRX Studio lets you assign up to 4 layers of control for the main monitor (Control Room). You can also assign a single layer of
control to each headphone output (Cue 1 and Cue 2). The MTRX Studio page is organized into two panels. The left panel lists the
four control layers for the Control Room monitor and Cues 1-4 (only Cues 1 and 2 are active with MTRX Studio). The right panel
show the assignable controls for the selected Control Room layer or selected Cue.

The right pane is organized in 6 columns: Switch, Monitor, Group, Element, Function, and Color.

Switch Lists the front panel controls and footswitch that can be assigned to control monitor functions.

Monitor Displays the monitor to be controlled (as selected in the left panel).

Group Displays the group (if any), such as Output or Source set, or Fold down, within the Monitor group that is assigned control.
Element Displays the element assigned to control within the designated group.

Function Displays the assigned function for each Switch.

Color Lets you select a color for identifying each switch’s assigned function. This color illuminated the corresponding Switch on
the front panel of the MTRX Studio.

[ ] Monitor Profile Configuration

Groups Fold down  Group formats  Mom |[VEEE=IUL (0

| MName | Switch Manitor Group Element Function Colour
Control Room 2 (Active) B CR Fold down ST-=M Element Active r—
Control Room 3 (Active) C CR - - Reference Lock P—
Control Room 4 (Active) External < common > - - TBack Active
Cue 1 (Active) Encoder Press CR - - Mute Speakers
Cue 2 (Active) Encoder CR - - Speaker Level

Cue 3 (Inactive)
Cue 4 (Inactive)

MTRX Studio page, Control Room layer 1 assignments
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To assign a function to a switch for the selected Control Room layer or Cue:

1 Inthe left pane, select Control Room 1, 2, 3, or 4 depending on which control layer you want, or Cue 1 or Cue 2 (for Headphone
1 and Headphone 2).

2 Inthe right pane, right-click on the switch that you want to assign. The available switches include:
A The A button on the front panel.

B The B button on the front panel.

C The C button on the front panel.

External The footswitch connected to the jack on the back panel.

Encoder Press Pressing the encoder (dial) on the front panel.

Encoder Turning the encoder (dial) on the front panel.

Mame Switch Manitor Group Element Function Colour
Control Room 1 (Active) IA CR - Unassigned - Dim Speakers —l

Control Room 2 (Active) B CR R ST->M Element Active L
Control Room 3 [Active) C CR - TBack Active - Reference Lock —
Control Room 4 (Active) External < common > -TBac:k Active
Cue 1 (Active) Encoder Press CR - Mute Speakers Mute Speakers
Cue 2 |Active) Encoder CR - Reference Lock Speaker Level [
Cue 3 (Inactive) Mon. Delay Enable
Cue 4 (Inactive) Sources Summed

Sources >

Outputs >

Fold down >

MTRX Studio page, Control Room layer 1 assignments

3 Choose from the following options:

Unassigned Removes any control assignment for the switch.

TB Active, Latch The assigned switch toggles Talkback on and off for the monitor group.
TB Active, Raw The assigned switch enables Talkback for the monitor group while pressed.
Dim Speakers The assigned switch toggles Dim on and off for the monitor group.

Mute Speakers The assigned switch toggles Mute on and off for the monitor group.
Reference Lock The assigned switch toggles Ref on and off for the monitor group.

Mon Delay Enable The assigned switch toggles the Delay on and off for the monitor group.
Sources Summed The assigned switch toggles between Sources Summed and Sources Switched for the monitor group.
Sources Lets you select a specific Input set.

Outputs Lets you select a specific Output set.

Fold down Lets you select a specific Fold down.

4 Click in the Colour column to set the color for the assigned switch.

Repeat these steps for the remaining Control Room layers. Cues only provide a single layer of control.
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SPQ Processing

MTRX Studio provides 256 filters and 16 channels of SPQ processing to tune your speakers for monitoring.

EQ

The EQ for all speaker channels in the control room speaker set can be edited and viewed by activating the EQ>> button. Note that
the button does not enable or disable the filters, it just changes the view.

EQ Filter Resources

SPQ processing resources required by the EQ vary depending on configuration and sample rate. As with the summing engine
viewer, the SPQ viewer shows the available and used resources for the filters (out of 256 filters and 16 channels).

DADman EQ Management Window

EQ view shows the assigned EQ for the selected stereo speaker channel of the selected output speaker set. The channel delay knob
controls the delay of the selected channel. This delay can be set between 0-600 ms in resolution of samples down to 10 millisec-
onds, equivalent to the resolution of the general delay setting.

Control Room || Monitor

Monitor section with expanded EQ view

The figure below shows the left channel with four EQs configured. They are shown in the graph with matching colors. The resulting
EQ response for all the enabled filters is shown as a white line. In the example below, the EQ is not enabled for the channel so the
response is flat.

Surround Mon

Surround Monitor
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When activating the EQ>> button the filters are activated as shown in the figure below—the white curve shows the resulting fre-
quency response for the EQs on the selected channel.

Surround Mon A L s = Addeq | Remove eq

Copyall | Pesteal | 000

Surround Monitor

Configuring the EQ Channel

Following are descriptions of the various EQ controls used for configuring and editing an EQ channel.

Add e Remove eq.

Add Eq/Remove Eq Adds (or removes) an EQ to the view, both as a selection knob (named Eq 1 to 16), and as a flat curve. A total
of 16 EQs can be added. In the same way a selected EQ can be deleted by activating Remove Eq. When an EQ is added the EQ
type can be selected by the Eq Type drop down menu. Frequency, Gain, and Q can be set for the selected EQ filter, and the curve
in the view will reflect the setting.

Frequency, Gain, and Q Values can be set with the mouse or by clicking the value field and using numerical entry with the key-
board.

Act Activates (or deactivates) the EQ filter of one particular selected EQ filter to another channel, whereas the EQ>> button re-
ferred to above enables (or disables) a whole set of filters for the particular channel.

Copy All The total combination of the EQ filters for a channel can be copied and pasted on at other channel. Click Copy All on the
channel you want to copy. Select another channel in the speaker set and click Paste All to paste the filter configuration. The Paste
All button is only visible when a curve has been copied.

Eq Types The following EQ types are available:

» Parametric EQ filter

* Shelving filter: High Pass or Low Pass

* Butterworth filter: High Pass or Low Pass

« Linkwitch Riley: High Pass or Low Pass
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The preceding figures show configurations for a stereo speaker set. When configuring the speaker set, select the speaker format
from the preset or custom format list. The 5.1 speaker set is the selected output speaker set in the following figure. The speaker out-
put sets can be configured freely in the monitor profile editor. An additional curve is shown in the graph reflecting the presence of
the LFE channel.

Add eq. Remove eq.

Copyall | Pasteal

Laft

Monitor

When a speaker set format with one or more speaker SUB channels is selected like 5.1 with one LFE channel, it is also possible to
apply bass management functionality to the speaker set.

Add eq. Remove eq.
Laft Copy a.II Paste all n.o0

Cenier

Monitor

Bass Management for a speaker set is enabled by activating the BMngt button as shown in the figure above. Once this is enabled
the curve for the selected speaker will reflect the high pass filter applied in the white resulting curve. When selecting the LFE/SUB
channel the response for the low pass filtered curve is shown. The low pass filter curve is also shown the in the non-SUB channels
as an additional information.

For information on configuring bass management, see Configuring Bass Management.

Configuring Bass Management

The configuration of the Bass Management system is done in the Monitor Profile Configuration window. A Bass Management con-
figuration can be made for all speaker output sets, where the speaker format comprises one or more LFE/SUB channels. In relation
to the format conventions a translation is made between what is the LFE channel in the signal source, and what are the subwoofer
speakers in the speaker setup, and in that relation the mapping between LFE, Bass managed speaker channels and subwoofer speak-
ers is also made. For example, the traditional subwoofer setup for a 5.1 speaker system has the subwoofer connected to the LFE
source channel, but Bass Management can be applied as well filtering the low frequency from the surround speakers to the sub-
woofer speaker. This is the Basic Bass Management configuration also applied in Pro Mon.

In order to configure the Bass Management setup in general or to make a starting point for a more complex Bass Management sys-
tem, such as with multiple subwoofer speakers, configuration is done in the Bass Management configuration window selected for
the relevant speaker set, as shown in the following picture.
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[ Groups |

Select unit: ,1D: 1, SN: MTRX-100696 I

Enable monitor

Groups Mode EuCon
Talkback
» Monitor Cue MNone
¥ Surround Monitor Cue MNone
¥ Sources Switched
Surround Mon 5.1
¥ Outputs No TB
Surround Mon
I Rename J
Fold down
Remove set
Meters
Set group format >

Remove bass management

When selecting Bass Management preset an editing window will appear as shown in the following picture.

Generate Bass Management Preset

Satellites
Low Pass Filter High Pass Filter
Filter Type Low Pass Linkw. E Filter Type High Pass Linkw. E
Filter Slope 24 dBJoct ] Filter Slope 24 dBfoct ]
Filter Frequency (Hz) 80 Filter Frequency (Hz) 80
LFE
Low Pass Filter
Filter Type Low Pass Linkw. E Set 10 dB gain on LFE
Filter Slope 24 dB/oct E
Filter Frequency (Hz) 120
Apply Cancel

All speakers in the profile will have applied a high pass filter, and the summing for the SUB woofer will have the applied the low
pass filter with the entered parameters. The Summing of the LFE source will have applied the selected low pass filter as well. A
10 dB gain on the LFE channel can be applied as well.

A Note if 10 dB is applied to the LFE channel it will be active on the output speaker setting, and all sources selected to the speaker

set will get the additional gain on the LFE channel. Alternatively the raise in LFE gain can also be set in the input configuration
for the sources where this is needed.
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When the Bass Management preset have been applied to the output set it can be viewed and further edited in the monitor profile
window for the actual speaker set. As shown in the following pictures, the Bass Management filter configuration for each speaker
channels is visible when scrolling the window horizontally.

[2] Monitor Profile Configuration
W Fold down Group formats ~ Mom
Select unit: ,ID: 1, SN: MTRX-100696 %

Enable monitor

Groups Mode EuCon Role Channel Label Trim {dB)  HP Type HP Freq (Hz) HP Slope
Talkback Left PHD 1, ch. 1 0.00 High Pass Linkw. 80 24 dBjoct
» Monitor cue None Center PHD 1, ch. 2 0.00 High Pass Linkw. 80 24 dBjoct
¥ Surround Manitor Cue Nane Right PHD 1, ch. 3 0.00 High Pass Linkw. 80 24 dBjoct
¥ Sources Switched Left side PHD 1, ch. 4 0.00 High Pass Linkw. 80 24 dBjoct
Surround Man 51 Right side PHD 1, ch. § 0.00 High Pass Linkw. 80 24 dBjoct
¥ Outputs No TB Low freq. effect  PHD 1, ch. 6 0.00
Surround Mon 51
Fold down
Meters Pre-fader
Remove unused groups Impert from profile...
[2] Monitor Profile Configuration
m Fold down Group formats ~ Mom
Select unit: . ID: 1, SN: MTRX-100696 <]
Enable monitor
Groups Mode EuCon HP Type HP Freq (Hz) HP Slope LP Type LP Freq (Hz) LP Siope Leve
Talkback High Pass Linkw. 80 240Bjoct  Low Pass Linkw. 80 24 dBloct  0.00
» Monitor Cue Nane High Pass Linkw. 80 24 dBjoct  Low Pass Linkw. 80 24dBjoct  0.00
¥ Surround Monitor cue None High Pass Linkw. 80 240Bjoct  Low Pass Linkw. 80 24 dBloct  0.00
¥ Sources Switched High Pass Linkw. 80 24dBjoct  Low PassLinkw. 80 24 dBjoct  0.00
Surround Mon 51 High Pass Linkw. 80 24dBjoct  Low Pass Linkw. 80 24dBjoct  0.00
¥ Outputs No TB Low Pass Linkw. 120 24dBjoct 0.0t
Surround Mon 5.1
Fold down
Meters Pre-fader
Remove unused groups Import from profile...

The settings shown in the right-hand columns reflect the selections made in the configuration window described above with the pa-
rameters listed out for each speaker channel. Each filter parameter can be edited individually for each channel. Note the column
Level sub. 0 dB indicates that the surround channel is summed with unity gain to the SUB. Also, the 10 dB gain for the LFE can
be seen. If a different gain structure for the sub signals is needed, this can be edited here. If a speaker format has been selected with
more than one SUB, a summing matrix can be established by editing the levels in the SUB columns to allocate SUB woofers to se-
lected surround speakers.
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Controlling MTRX Studio Preamps from Pro Tools
(Mac Only)

On Mac, you can control the two microphone preamps in MTRX Studio using the PRE controls in Pro Tools (as well as from MIDI
and EUCON control surfaces).

Configuring Audio MIDI Setup
Use the IAC Driver in the macOS Audio MIDI Setup utility to route MIDI between Pro Tools and MTRX Studio.

To configure Audio MIDI Setup (AMS) for Pro Tools PRE control of MTRX Studio:
1 Do one of the following:

¢ In Pro Tools, choose Setup > MIDI > MIDI Setup.

¢ Launch Audio MIDI Setup (AMS) from the Finder (/Applications/Utilities/Audio Midi Setup).
2 In AMS, choose Window > Show MIDI Studio.

3 Ensure that two virtual MIDI busses are available in the Audio MIDI Setup IAC Driver and that Device is online is enabled.

MIDI Studio Default

IAC Driver

Device Name: ' |AC Driver
Manufacturer:
Model:
» Device is online

Eu.. Eu... Eu

Ports

You can set up the MIDI device's port structure here. First, set the number of ports on the
device. Then indicate the number of MIDI in and out connectors for each port.

Connectors for:
Bus 1

Ports

Bus 1

Bus 2 MIDI In: 1

MIDI Out: 1

Audio MIDI Setup with two IAC busses

4 Quit Audio MIDI Setup.
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Configure DADman

Once Audio MIDI Setup is configured, setup DADman for MIDI.

To configure DADman for Pro Tools PRE control of MTRX Studio units:
1 Launch DADman software.

2 Choose Settings > MIDI Settings.

[ JoN ] Midi Settings
Midi Input: IAC Bus 1 ]
Midi Output: IAC Bus 2 ]
Midi Mode: ProTools PRE B

DADman MIDI Settings window

3 Select Bus 1 for MIDI Input and Bus 2 for MIDI Output.

4 Select Pro Tools PRE for MIDI Mode.

5 Click the red button in the upper-left corner of the window to close it.

6 Leave DADman running in the background while running Pro Tools.

Configure Pro Tools Software

To configure Pro Tools for PRE control of MTRX Studio units:
1 In Pro Tools, choose Setup > Peripherals.

2 Click the Mic Preamps tab.

Mic Preamps

Type Receive From Send To Defaults Retain Current Settings
# (PRE 7 [ACDAACB217 |IACDHACBI1” O
# (nene T none T ree 7
© lnene T none T e 7
# lnone T none T e 7
Pro Tools Peripherals, Mic Preamps page

3 Select Type > PRE.

4 Select Receive From > Predefined IAC Driver Bus 2 > Channel 1 in the pop-up menu.
5 Select Send To > Predefined IAC Driver Bus 1 > Channel 1 in the pop-up menu.

6 Click OK.

7 Choose Setup > I/O Setup.

8 Click the Mic Preamps tab.

9 Click on the first channel where the MTRX Studio is physically connected.

A - MTRX Studio - Port 1

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

Pro Tools I/O Setup, Mic Preamps assigned to eight channels (MTRX Studio only has Mic Pres on Mic Inputs 1 and 2)
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10 To ensure that PRE controls only appear in Pro Tools for MTRX Studio Mic Inputs 1 and 2, Shift-click to select PRE channels
3-8 and press Backspace or Delete.

Mic Preamps

A - MTRX Studio - Port 1

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20

Pro Tools I/O Setup, Mic Preamps assigned only for channels 1 and 2

11 Double click the Name PRE #1 and type MTRX Studio (or similar) to clearly identify MTRX Studio mic pres.

Mic Preamps

" Show Last Saved Setup

MTRX Studid|

Pro Tools I/O Setup, Mic Preamps name for channels 1 and 2 of MTRX Studio

12 Click OK.

A\ Besuretofilter out Mic Pre MIDI messages so that they do not interfere with Virtual Instruments (see Pro Tools Reference Guide).

Controlling MTRX Studio from Pro Tools
(or from a Control Surface)

Once configured, Pro Tools can control MTRX Studio Mic Preamp settings on a channel-by-channel basis. Enable Mic Preamps
view in either the Edit or Mix window to access these controls (View > Mix Window Views > Mic Preamps or View > Edit Window
Views > Mic Preamps). All adjustments made in Mic Preamps view in Pro Tools are mirrored in DADman.

Inptanlt @

MIC PRE

Pro Tools Mic Pre window (left), Pro Tools Mic Pre view (middle), and DADman Channel strip (right)

Controlling MTRX Studio Preamps from Pro Tools (Mac Only) 64



From Pro Tools Mic Preamps view you can control the following MTRX Studio Mic Pre parameters:

Mic/DI Select the microphone input setting for the corresponding Mic/Inst input channel in MTRX Studio (Mic or DI only, Line
does nothing) .

@ Inverts the polarity of the mic input.
Filter No effect.

Pad Moves the fader 18 dB down (reflected in DADman). In pad mode the level of the mic pre can be adjusted in a range from —
18 dB to +51 dB.

Insert No effect.
48v Enables phantom power for the mic input.

Fader 0-69 dB range.
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Appendix A: Specifications

Audio Specifications

Microphone and Instrument Input

PCM sample rates

44.1, 48, 88.2, 96, 176.4, 192 kHz

Dynamic range (A)

>120dB

THD+N(A)

<-108 dB @ -3dB FS

Cross talk q

<-120dB

Input Impedance (differential)

2 k Ohm (Mic), 1M Ohm (Inst)

Max input level

21 dBu (Mic), 15 dBu (Inst)

Input gain range/accuracy

Adjustable from —18 to 72 dB, in steps of 0.1 dB

Equivalent input noise (A)

< -125 dB (Mic), < —121 dB (Inst)

Analog Line Input

PCM sample rates

44.1, 48, 88.2, 96, 176.4, 192 kHz

Dynamic range (A)

>120dB

THD+N(A) <-108 dB @ -3dB FS
Cross talk q <-120dB
Input Impedance (differential) >10 k Ohm

Maximum input level

Adjustable from 9 dBu to 24 dBu in steps of 0.1 dB
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Analog Line and Monitor Output

PCM sample rates

44.1, 48, 88.2, 96, 176.4, 192 kHz

Dynamic range (A) > 118 dB
THD+N(A) -110 dB @ -3 dBFS
Cross talk <120 dB

Max output level

Adjustable from —60 dBu to 24 dBu in steps of 0.1 dB

Output Impedance

<25R

Max output level Line

Adjustable from —66 dBu to 18 dBu in steps of 0.1 dB

Max output level Monitor

Adjustable from —60 dBu to 24 dBu in steps of 0.1 dB

Analog Headphone Output

PCM sample rates

44.1, 48, 88.2, 96, 176.4, 192 kHz

Dynamic range (A)

>118dB

THD+N(A), 300 R load

<-110 dB @ —3dBFS

THD+N(A), 30 R load

<-105dB @ —3dBFS

Cross talk

<110dB

Headphone impedance

30 to 600 Ohm

Output Impedance

<1R

Max output level

Adjustable from —80 dBu to 19 dBu in steps of 0.1 dB

Digital I/O and Synchronization

Digital I/O formats
Supported sample rate

Pro Tools DigiLink, Dante IP Audio, ADAT/SMUX up to 192 kHz

Synchronization

Internal, Word Clock, Loop Sync, ADAT, and Dante

Network Interface

Interface

1000BASE-T, RJ45 connector, 4-pair connection

Appendix A: Specifications 67



Electrical Specifications

Power consumption 45 VA max.

Input voltage 90-260 VAC
100-240 VAC Nominal, 47-63 Hz

Mains fuse, mounted in IEC connector 1A, T1AH/250V

Safety compliance N 60950-1:2006

Power supply cord must be a light sheathed flexible cord according to IEC60227 (designation 60227 IEC 52) and include a protective
earth conductor having a green-and-yellow insulation. Cross-sectional areas min. 3 x 0.75mm.

Mains line plug type Correct type acc. to standard

110-125V UL817 and CSA C22.2 no 42

220-230V CEE 7 page VII, SR section 107-2-D1/IEC 83 page C4

240V BS 1363 of 1984.Specification for 13A fused plugs and switched
and un-switched socket outlets

Mechanical Specifications

Chassis standard 19", 1RU
Chassis depth, without connectors mounted 23.5¢cm/9.3"
Chassis body width 43.5cm/17.2"
Weight, not including I/O cards 2.8kg /6.5 Ibs.

Environmental Specifications

Operating Temperature 0-45°C/32-113°F
Humidity 20-85% (non-condensing)
EMC compliance EN 55103-1, part 1: emission

EN 55103-2, part 2: Immunity
FCC 47 CFR part 15 (B): emission
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ThunderBolt 3 Option Module Specifications

Interface Thunderbolt 3 Interface with USB-C connectors
Sample rates 44.1, 48, 88.2, 96, 174.4, 192, 352.8, 384 kHz
Channels When installed in MTRX Studio:

64 bi-directional channels with Sample rates @ 44.1 to 192 kHz

Resolution 32 bit floating point audio data
Control Control channel for DADman for control of the audio interface
Daisy Chain up to 6 devices can be daisy chained. Each device appears sep-

arately in the driver / CoreAudio.
Note that for ASIO windows only one interface is possible
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Appendix B: Network Fundamentals

The following is a basic introduction to networks and how to set them up in relation to Pro Tools | MTRX Studio. Covering the entire
subject of “network” would require several hundred pages so we will focus on the “need-to-know” parts of it.

What is a Network?

A network allows multiple devices, such as PCs, printers, and many others devices to communicate with each other. As opposed to tra-
ditional audio signals such as AES and MADI, which are point-to-point connections, a network allows any device on the network to
communicate with any other device on the network.

/,.SUBNET 1. — 69 — e"*-;’"t”" SUBNET 2-\

Gateway Gateway
T

-

=
i 7T
1 1 e

/ Switch Switch \
i J
PC/Mac 2 —H)\
t = P { I Printer
—
MTRX Studio

B i il e 3R
& J \_ J

Example network configuration (MTRX shown)

A network consists of one or more subnets. A subnet is typically a local network in building. A subnet can operate as a closed network
with no external connections or it can be connected to the Internet.

There are different types of devices in a network, such as PCs, printers, multiple MTRX Studios, switches, and routers.

Physical Connections

Devices in a network can be connected through a wide range of media. The most common for local connections is the UTP (Unshielded
Twisted Pair) cable. This is also referred to as CAT5, CAT5e, or CAT6. There are also other “CAT”-types, but the three mentioned here
are the most common. UTP cables are normally terminated in an RJ45 connector.

Other types of media can be fiber cables, wireless (WiFi), coaxial cables, and even power cables.
As the MTRX Studio and most computers have an RJ45 connector for use with UTP cables, we will focus on this type of interface.

When using UTP cables, it is possible to use different bit rates, typically 10 Mbit/s, 100 Mbit/s, or 1000 Mbit/s (1 Gb/s). The network
interface on Pro Tools | MTRX Studio and on most computers today support 1 Gb/s. It is therefore important that the cabling supports
this bit rate to ensure a stable connection. Cat5 cables do not support gigabit transmission, so never use this type of cable. CAT5e and
CATG6 cables both support 1 Gb/s, so be sure to use either of these two types. The CAT-type is usually printed on the cable, so it is easy
to identify.

CAT5e and CAT6 cables contain four twisted pairs (a total of eight wires). In order to achieve gigabit transmission, all four pairs must
be used. If only two pairs are used, the cable can only support 100 Mbit/s transmission. If you look closely at the RJ45 connector on a
network cable, you can easily see whether two or four pairs are used.
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Twisted pair cabling like CAT5e and CAT6 comes in two main varieties, solid and stranded. Solid CATS5 cable supports longer length
runs and works best in fixed wiring configurations like office buildings. Stranded CAT5 and CAT6 cable, on the other hand, is more pli-
able and better suited for shorter-distance, movable cabling such as on-the-fly patch cabling. The maximum cable length for 1 Gh/s
Ethernet is 1200m when using solid cables, for both CAT5e and CAT6. Never assume that you can go any further than that!

Finally, network cables are available as either “straight” or “crossed” cables. This nomenclature is from the “old days” when connecting
two computers directly to each other. Nowadays most network devices automatically determine whether they should operate with
straight or crossed connections and will adapt as necessary.

Summary
« Only use CAT5e or CAT6 cables.

« Make sure all four pairs in the cable are used.
« Make sure to use solid cables, and not stranded cables, for long cable runs.

« Never exceed 100 meters distance.

Infrastructure

There are different types of network devices which perform different functions. The main ones are a switch and a router.

Switches are used for connecting local devices together. Switches have a number of ports: typically 5, 8, 16, 24, 32, and upwards. Each
port can connect to one device. For example, an 8-port switch lets you connect up to eight PCs. Switches are generally non-intelligent
so they simply provide a connection between the devices.

Routers are used when a subnet needs to connect to another subnet or to the Internet. Routers are intelligent and act as a “gateway” to
other networks. They handle all traffic that is destined for the “outside world” as well as taking care of any traffic coming from the out-
side. Only one router is allowed in a network.

Most routers nowadays also perform other functions as well, such as firewall and DHCP-server (see later for more on DHCP). Most
routers also have a built-in switch to make installation easier.

Summary

« Switches are used for local connections between devices.

+ Routers are used for connections to other networks. Routers are only required if the network has to connect to other networks or the
Internet.

Addressing

Since there can be many devices on a network, it is necessary that each of them has a unique address. This is called an IP (Internet Pro-
tocol) address and each device in a network must be assigned one. The IP address can either be provided automatically by a
DHCP-server or configured manually in the device as a fixed IP address.

As mentioned previously, most Internet routers have a built-in DHCP-server. When using a DHCP-server, a device is automatically as-
signed an IP address every time it is powered up or restarted. The DHCP-server ensures that no two devices get the same IP address.

The IP address is assigned to a device on power-up, which means that the address can be different after a restart, as the DHCP-server
simply assigns the device the first available IP-address.

If the device on the other hand is configured with a fixed IP address, the IP address remains the same after a restart. It is perfectly le-
gitimate to build a network where some devices have fixed IP addresses and other devices have DHCP-assigned IP addresses. However,
it is important to ensure that no devices get the same IP address. If you have a device with a fixed IP-address, it is important that you
ensure this IP-address does not interfere with other devices on the network.
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In addition to the IP address, the device must also have a subnet mask. The subnet mask helps the device identify which other devices
are on the same subnet and which are on a different subnet.
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Example network configuration

On the left-hand side you will find the network settings of the MTRX Studio itself. On the right-hand side you will find the network set-
tings for the Dante Audio over IP module or Dante Expansion card (if either is installed in the MTRX Studio).

If you look at the MTRX Studio settings, the first choice is between Obtain an IP address automatically or Use the following IP ad-
dress. If you select Obtain an IP address automatically, the MTRX Studio is assigned an IP address, Subnet mask, and Default gate-
way automatically by a DHCP-server (if a DHCP-server is present on the network).

If you instead select Use the following IP address you must enter the IP address, Subnet mask, and optionally Default gateway man-
ually.

IP address
The IP address of the unit.
Subnet mask

Determines which devices are on the same subnet. Devices on the same subnet can communicate directly with each other whereas de-
vices on different subnets can only communicate through a router.

Default gateway

An optional parameter. Default gateway is the IP address of the router which would allow the MTRX Studio to communicate with a de-
vice on another subnet. There is no need to provide a Default gateway if the MTRX Studio does not need to communicate with devices
on other subnets.

So which IP address should you choose? If you use a DHCP-server, then it’s most likely already configured and you don’t need to worry
about it. If you don’t have DHCP-server, you need to enter IP addresses manually.

IP addresses consist of 4 bytes (numbers), usually written with a decimal pint between them, for example 192.168.0.1. This means IP
addresses can range from 0.0.0.0 to 255.255.255.255, giving a total of approximately 4.3 billion addresses. The IP addresses are how-
ever reserved for different purposes, so for example some are public (when used on the Internet) and others are private (only used on
local networks). In order to avoid any problems, it is best to use the addresses reserved for private use, which are:

10.0.0.0 to 10.255.255.255

172.16.0.0 to 172.31.255.255

192.168.0.0 to 192.168.255.255

The subnet mask is necessary to identify which addresses are on the same subnet, and which are outside the subnet. For example, a sub-
net mask of 255.255.255.0 means that all IP addresses where the first three numbers are the same, and are on the same subnet. For an-
other example, 192.168.0.5 is on the same subnet as 192.168.0.21 because the first three numbers (192.168.0) are the same, but
192.168.1.10 is not on the same subnet because the third number is different.

With a subnet mask of 255.255.255.0, there can be up to 256 devices on the same subnet, as the last number in the IP address goes from
0 to 255. For example, if you need more than 256 devices on the same subnet, you can change the subnet mask to 255.255.254.0 which
will give you an additional 256 devices, for a total of 512.

Explaining how the subnet mask is used is rather complicated, so we recommend that you just use 255.255.255.0.
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Summary
o |IP address is the address of a device in a network.

« Subnet mask is used to identify which devices are on the same network and which are outside the network.

« Default gateway is the IP address of the router, in case a connection is required outside the local network.
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Appendix C: I/O Delays

MTRX Studio Input to Output Delays

The total system delay has to be large enough to accommodate for the processing latency in the unit. There is almost the same delay on
all the digital 1/0, and any difference is due to an inherit difference of time it takes to sync to the different signals before samples are
available for time stamping. Digital inputs are time stamped when they enter the matrix algorithm and buffered according to the time
stamp on all outputs in the digital domain. This maintains phase coherence regardless of audio signal path and processing. Likewise, sig-
nals maintain the same phase whether they are running through the summing process, EQ processing, or not.

MTRX Studio has a general system delay of 7 samples on the digital matrix and SPQ (regardless of whether or not SPQ is enabled) path
ways. The digital interfaces add one more sample of delay for a total of 8 samples of latency (166 microseconds at 48 kHz) for digital

1/0.

There is an additional delay with analog I/O—AD (analog-to-digital) and DA (digital-to-analog)—due to the conversion process. There
is approximately 650 microseconds of delay with the analog-to-digital conversion, and approximately 250 microseconds of delay with
the digital-to-analog conversion. These delays are not dependent on the sample rate. Once digitized, the signal is time stamped and buff-
ered the same as with digital inputs.
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Appendix D: Troubleshooting

Disabling Avid Audio Sever to Prevent Clock Disruptions with Sync X
(Mac Only)

When you quit Pro Tools, the Loop Master changes from Sync X to the primary audio interface in the system, and the HDX or

HD Native Core Audio driver becomes the Clock Master for the primary audio interface in the system rather than your Sync X.
These changes may disrupt audio outputs of Loop Synced interfaces or those following word clock generated by Sync X (such as
MTRX Studio). Disruptions are more significant if the Core Audio driver is set to a different sample rate than Pro Tools. Once Pro Tools
is relaunched, the Loop Master and Clock Master revert to Sync X.

To prevent the Loop Master and Clock Master from changing (thereby stabilizing the clock) when quiting Pro Tools, disable the Avid
Audio Server.

To disable Avid Audio Server:
1 Locate Avid Audio Server at /Applications/Avid/AvidAudioServer.

2 Rename Avid Audio Server (for example, rename it to “#AvidAudioServer”).

3 Reboot your computer.

Q To revert to the default behavior, reinstall the Avid HD Driver and reboot your computer.
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Appendix E: Installing Thunderbolt 3 Option Module

The optional Avid Thunderbolt 3 module with two Thunderbolt 3 ports can be installed in Pro Tools | MTRX Studio for up to 64 chan-
nels of 1/0 between your computer and MTRX Studio. The Thunderbolt 3 module is designed to work with MTRX 1l and MTRX Stu-
dio. The module has two Thunderbolt 3 ports and a PCle connector for the audio interface hardware.

A The bus format of the PCle interface works only with MTRX Il and MTRX Studio chassis, and not as a module in a computer. The Thun-
derbolt 3 module however enables PCle extension to a computer providing fast transfer (DMA) of digital audio data over Thunderbolt
from the computer audio application to the audio interface.

Computer

AUDIO I/O

Docking/ ool si:t 1 .
EXp MTRX Studio l
N

Example music studio configuration

i NN

USB-C THUNDERBOLT 3
DAISY CHAINCONNECTION

Overview of Installation

Installing expansion cards involves the following steps:

=

Preparing for the installation

N

Installing the Thunderbolt 3 module

3 Installing and configuring the Thunderbolt 3 driver

IN

Installing and configuring DADman software.
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Preparing for the Installation

Before installing expansion cards, collect the required materials and prepare your work area.

To prepare for the installation:

1 Make sure you have collected the required materials:

Thunderbolt 3 option module.

PCle slot cleaning kit.

Thunderbolt 3 cable (not included).

Anti-Static wrist strap (not included).

Foam or other padded surface to place the card on (not included).
#1 Phillips screwdriver (not included).

2 Put on your anti-static wrist strap and configure according to its instructions.

3 Make sure the MTRX Studio is powered off and disconnect any cables connected to it.

4 Place the MTRX Studio on a table or other flat surface.

5 Make sure your surface is clear of any debris and that you have a padded surface nearby to place the option card if you need to set it
down during installation.

Hardware Installation

When the MTRX Studio is connected using Thunderbolt 3—and for macOS, the DAD CoreAudio driver is installed—the unit is rec-

ognized as a sound device in CoreAudio and audio applications on the computer can use this interface. When installing DADman con-
trol software on the computer the MTRX Studio unit can be controlled and managed over the Thunderbolt 3. This is automatically de-
tected in DADman.

To install the Thunderbolt 3 option module:

1 Use a#1 Phillips screwdriver to remove the screws on the top (10 screws) and sides (8 screws, 4 on each side) of the unit that secure
chassis cover. Carefully set each screw aside as you remove them and keep them nearby to reattach the chassis cover after cards are
installed.

2 Set the chassis cover aside.

3 Standing at the back of the unit, use a #1 Phillips screwdriver to remove the 2 screws securing the faceplate covering the

Thunderbolt 3 slot on the back of MTRX Studio.

A If the serial number of your MTRX Studio is lower than MTRXST-103784, clean the internal PCI slot in your MTRX Studio with the
included cleaning kit before inserting the Thunderbolt module. For more information, see Cleaning the Thunderbolt 3 PCle Slot.

4 Remove the Thunderbolt 3 option module from its packaging, being careful to handle it by its edges only.

5 Orient the card with its external connectors facing you (towards the back of the unit) and its PCle connector also facing the back of
the unit.

6 Align the PCle connector on the card with the PCle port mounted in the unit.
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7 Making sure to guide the audio connectors through the open slot on the back of the unit, carefully push the card towards the back of
the unit until it seats fully into its PCle connector.

Thunderbolt 3 Option module installed in MTRX Studio

8 Once the card is seated completely in its slot, secure it to the unit using a #1 Phillips screwdriver and the screw included with the
Thunderbolt 3 Option module.

Thunderbolt 3 option module installed in MTRX Studio
9 Replace the top panel, making sure to orient it correctly so that the tabs on its front edge fit under the unit faceplate.

10 Using a #1 Phillips screwdriver, replace the screws you removed earlier and secure the top panel to the unit.
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11 Using a Thunderbolt 3 cable, connect an available port on the Thunderbolt 3 module to your computer.

Thunderbolt 3 option module installed in MTRX Studio, Thunderbolt 3 cable connected

Driver and DADman Installation

On macOS, the driver interacts with CoreAudio and there is an ASIO driver for Windows. The capacity of the design provides bi-di-
rectional transfer of up to 64 32-bit floating point audio channels with a sample rate of 96 kHz. This gives a maximum data rate of ap-
proximately 1 Bbps.

In order to install and work with the system the following is required:

1 Thunderbolt 3 module installed in MTRX Studio hardware audio interface
2 High Speed Thunderbolt 3 20 Gbps or 40 Gbps USB-C cable, preferably Intel Certified (not included)

3 On macOS
* DAD Thunderbolt 3 Core Audio Driver, v.1.1.22 or later
« DADman for Mac, v.5.6.7.1 or later

On Windows
¢« DAD Thunderbolt 3 ASIO Driver, v.1.0.8 or later
* DADman for Windows, v.5.6.7.1 or later
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Install and Configure Drivers

On macOS, the driver interacts with CoreAudio and there is an ASIO driver for Windows. The capacity of the design provides bi-di-
rectional transfer of up-to 64 32-bit floating point audio channels with a sample rate of 96 kHz. This gives a maximum data rate of ap-
proximately 1 Bbps. The macOS driver supports OS11 and 12 and Apple Silicon without Rosetta, and the ASIO driver supports Win-
dows 10.

In order to install and work with the system the following is required:

1 Thunderbolt 3 module installed in MTRX Studio hardware audio interface
2 High Speed Thunderbolt 3 20 Gbps or 40 Gbps USB-C cable, preferably Intel Certified
3 On macOS

» DAD Thunderbolt 3 Core Audio Driver, v.1.1.22 or later
 DADman for Mac, v.5.6.7.1 or later

On Windows
* DAD Thunderbolt 3 ASIO Driver, v.1.0.8 or later
 DADman for Windows, v.5.6.7.1 or later

Install the Thunderbolt 3 Core Audio Driver on macOS
The Thunderbolt 3 module Core Audio driver is required to use MTRX Studio over Thunderbolt 3 with your Apple computer.

To install the Thunderbolt 3 module Core Audio driver on macOS:

1 Download the Thunderbolt 3 module driver.pkg file to your computer from your Avid Master account.
2 Double-click the driver installer package.

3 Follow the on-screen instructions.

4 When prompted, enter your Administrator password and click Install.

5 When prompted, click Open Security Preferences.

6 In the Security and Privacy System Preferences, click Allow.

7 When prompted, restart your computer.

8 After restart, open the Thunderbolt 3 driver application and connect the DAD Thunder|Core interface to the Thunderbolt 3 port on
the Computer. Make sure that you are using a high-speed (20Gbps) Thunderbolt 3 cable.

80



Core Audio Driver Configuration

Once the driver is installed and a DAD Thunder|Core interface is connected to the Thunderbolt 3 port on the computer, the driver can
be set-up with the relevant configuration by opening up the DADDriverSetup application.

® 0 Digital Audio Denmark - Thunderbolt3 Driver

S/N:MTRXST-100448

Sample Rate 48,000 Hz

Channels 64

Core Audio Driver Control Panel
Device Selection Lets you select any of the interfaces connected by Thunderbolt.
Sample Rate Select the desired sample rate for the connected audio interface: 44.1, 48, 88.2, 96, 176.4, 196, 352.8 or 384 kHz

Channels Select the desired number of channels you want to make available for Core Audio applications on your computer.

Install the Thunderbolt 3 ASIO Driver on Windows

To install the Thunderbolt 3 module ASIO driver on Windows:

1 Download the Thunderbolt 3 module driver.exe file to your computer from your Avid Master account.
2 Double-click the downloaded installer file.

3 Follow the on-screen instructions.

4 When prompted, click Next and then Install.

5 Once the driver is installed, open your audio application and select the Digital Audio Denmark ASIO driver.

To configure the ASIO driver:
1 Open the ASIO Driver Setup control panel from the audio configuration section of your audio application.

2 Configure the control panel as desired.
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ASIO Driver Configuration

Unit Name Serial Number Unit Type Unit Id
BENCH MTRXST-100529 MTRXST 2
Configuration Driver Statistics
Buffer size: 64 v Missed IRs: 0
Channels: 64 v PCle load: 13% (13%)

Sample rate: 48 kHz
System statistics

DPC Latency (uS): 0 (0)

Reset

Thunderbolt Driver Version: 1.0.8
ASIO Driver Version: 1.0.8

oK Cancel Apply
ASIO Driver Setup
Device Selection Lets you select any of the interfaces connected by Thunderbolt.
Buffer Size Select the desired Buffer Size (in samples): 16, 32, 64, 256, 512, or 1,024.
It is recommended that you start with a large buffer size to ensure you have stable audio.
Sample Rate Select the desired sample rate for the connected audio interface: 44.1, 48, 88.2, 96, 176.4, or 196.
Channels Select the desired number of channels you want to make available for Core Audio applications on your computer.
The driver window provides various status information for monitoring the PC and audio transfer performance.
Driver Statistics
Missed IRs This number should be 0. The readout shows missed audio interrupts due to other Windows system interrupt priorities.

PCle load This number is the PCle bus load and should be low in percentage buts scales with the number of audio channels. The number
in brackets is the max/peak value.

System Statistics

DPC Latency Deferred Procedure Call (DPC) Latency, This number tells how fast the ASIO driver gets access in the Windows oper-
ating system. This value should be low.
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Cleaning the Thunderbolt 3 PCle Slot

These instructions describe how to clean the Thunderbolt 3 PCle slotina MTRX Studio. This may be necessary due to possible remains
of flux from the soldering process during production. Cleaning is required if your unit has a serial number MTRXST-103783 or lower.

Q Note that you may clean the PCle slot using the included cleaning kit regardless of the serial number of your MTRX Studio unit.

The MTRX Studio is equipped with a PCle slot for installing the Thunderbolt 3 option card. This slot is available in all MTRX Studio
units dating back to the first units from March 2020. From January 2023 on, all MTRX Studio units have been tested with the Thunder-
bolt 3 option card. However, in early production batches, there may be flux on the PCle connector terminals. Consequently, a change
in the production process has been made in order to make sure the terminals of the connector are clean. However, on the earlier units
there was no production cleaning process in place, so please use the included cleaning kit to manually clean the PCle slot before install-
ing the Thunderbolt 3 card. The cleaning kit included with your Thunderbolt 3 card consists of an isopropyl alcohol (IPA) wipe and 3
cleaning swabs.

Cleaning kit
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To clean the PCle slot in MTRX Studio:

1 Open the Chem Swab bag and apply the IPA solvent wipe to a cleaning swab. The solvent will make the swab wet.

Applying IPA solvent to a cleaning swab

2 Insert the swab into the PCle connector slot and move it sideways so the solvent is applied to all the terminals on both sides of the
slot. More solvent can the applied from the Chem Swab as needed. Once a cleaning swab has been used, dispose of it safely and use
a new clean swab.

Cleaning the Thunderbolt 3 PCle expansion slot

3 Once the cleaning process is complete, the Thunderbolt 3 module can be installed in your MTRX Studio.
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